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New! Freud Tool Sets 


TFWC104 4 Pc. Chisel Sets 519.95 
TFWC106 6 Рс. Chisel Sets 31.75 
TFWC110 10 Рс. Chisel 5615 52.95 
TFTT108 8 Рс. Lathe Set 53.95 
TFCS106 6 Рс. Carving Set 59.50 


TFCS112 12 Pc. Carving Set 111.50 
BLACK AND DECKER 


INDUSTRIAL TOOLS 


1179 3/8" Var. Sp. Drill $ 69.95 
1575 3/8" VSR Scrudrill* 99.95 
1703 10" Miter Saw 199.95 
3051 7 1/4" Wormdriver 

Saw 139.95 
3103 2 sp. Cut Saw kit 99.95 
3105 Var. Sp. Cut Saw kit. 109.95 
3107 Var. Sp. Orbital Cut 129.25 
3265 Laminate Trimmer 145.65 
3310 1 1/2 HP Router 129.95 
3370-10 3 1/4" Planer 99.95 
4010 Palm Sander 49.95 
4247 4 1/2" Disc Sander/ 

Grinder 69.95 
6750 Heat Gun 59.95 
9425 Compound Miter 

Saw 119.95 


HITACHI TOOLS 


CB75F 14 1/2" Band Saw $1517.80 
CJ65VA Electronic Jigsaw 157.95 
CR10V Reciprocating Saw 123.95 
C6DA 6 1/4" Circular Saw 134.95 
C12Y 12" Table Saw 1307.25 
ORC-10 Cordless Screwdriver 94.45 
F1000A Planer/Jointer 1338.75 
F20A 3 1/4" Planer 102.85 
P50 6 5/8” Planer 283.45 
Р100Е 12” Planer 1013.25 

B-75 3” x 21” Belt Sander 
2 sp. w/dust bag 134.95 

SB8T 3” x 24” Belt Sander 
2 sp. w/dust bag 173.25 
R-6 Laminate Trimmer 93.95 
R-8 1 HP Plunge Router 133.30 
TR-12 З HP Plunge Router 175.95 


SUNGOLD X-WEIGHT 
SANDING BELTS 

Sold in packs of 10 only. Outlasts regular 
belts 2 to 1 


1 pk, same 5 pks, same 
Size . , Ql жекей 一 
3” x 21” 120 $9.80 pk. 8.40 pk. 
100 9.80 pk. 8.40 pk 
80 10.00 pk. 8.60 pk. 
Assortment 60 10.50 pk. 9.20 pk. 
of 108129 50 10.70 pk. 9.40 pk 
40 11.00 pk. 9.60 pk. 
3” x 24" 120 12.00 pk. 9.30 pk 
100 12.00 pk. 9.30 pk. 
80 12.20 pk. 9.70 рк. 
Assortment 60 12.60 pk. 11.20 pk. 
4109345 50 13.10 pk. 11.50 pk 
40 13.40 рк. 11.80 рк 
4" x 24" 120 16.80 рк. 14.60 pk 
100 16.80 рк. 14.60 рк. 
80 17.30 рк. 15.10 рк. 
Assortment 60 17.80 рк. 16.40 pk. 
41051845 50 18.50 рк. 17.00 pk 
40 18.90 рк. 17.60 pk 


SUN GOLD SANDING 5НЕЕТ5 
9 x 11 Aluminum Oxide С Weight 


150, 120, 100 $21.95 
80 23.70 
60 28.90 
50 32.05 
40 38.30 


9 x 11 Non-Loading Silicon 
Carbide 
A WEIGHT 


afl ы «A 
400, 360, 320, 280, 240, 220, 180 
150, 120 $19.60 
FREUD SAW BLADES 10" —5/8" 
Bore Carbide Tipped 12" —1" Bore. 
No. . Size Teeth Use - i 


TREND-LINES BEATS ANY AD THIS ISSUE! 
H 
MAKITA TOOLS Rane 1212 Prva 507500 
1100 3 1/4" Planer Kit $ 169.95 ; Pinr-Jntr ] 
18058 6 1/8” Planer Ки — 277.95 AP125 12 1/2" Planer 995.00 
19008W 3 1/4" Planer АР10 10" Planer 
м/са5е 99.95 wispare blade set 399.95 
2030N 12 1/2" PlnrUntr 144500 АР10Ј5 107 Planer w/spare 
2040 15 5/8” Planer 1235.00 blade set & Jigsaw 484.95 
5708W Table Saw WiCarbide В7075 3" x 21" Belt Sndr $117.95 
Blade 221.95 BS360NR hy риу Вапд 5ау/ 1195.00 
36018 Router 11998 85504 9 1/4” Band Saw 695.00 
3612BR 3 HP Router 185.95 JSE-60 Electronic Jigsaw 124.95 
4200N 43/8” Circular Saw 9695 L-580 6 1/8” Planer 253.95 
43000W Cordless Jig Saw 108.95 R-330 2 HP Router 139.95 
4301BV Vr. Sp. Orbital Jig R-500 З HP Plunge Router 162.45 
Saw 124.95 R2500 10” Radial Arm Saw 445.00 
5007NB 7 1/4" Circular Saw 9995 RA2500SP. Radial Arm Saw/Kit 525.00 
5008NB 8 1/4” Circ. Saw 109.95 T9-251UB 10” Miter Saw w/ 
5081DW 3 3/8” Cordless Freud LU85M10 
Saw 409.95 Blade 229.00 
5402A 16" бүлігі Saw ЗМ 95 MILWAUKEE TOOLS 
ni-Drill 9.95 0228- " VSR Dri 
6010DL үр Drill w/charger (221 ДЕ у Pail за 98 
ight & case | 75-1 3/8" В le Drill 11 
6010DWK Cordless Dril w/charger И 
case 
BO10SDW 387 Rev. Cordes 200, e pouli = лааз 
ril 593 4" x 24" 14 
6012H0W үн Drill Kit ids E тр Sheet Sander tá 35 
р. 
6510LVR 3/8" Drill—Rev 8495 бо HD lS Б 
6710DW Cordless Screwdrver 104.95 6305 6 1/4” Cordless Saw 134.95 
6800DBV Drywall Screwdriver 89.95 6367 7 1/4“ Circ. Saw 129.95 
90458 Finishing Sander 99.95 §507 Sawzall w/case 139.95 
90454. Dustless Sander 99.95 6539-1 Cordless Screwdriver 61.95 
92075РВ 7” Sander Polisher 139.95 6543-1 1/4” Screwdriver 155.50 
9401 4" x 24" Вей Sndr 162.95 6749-1 — Magnum Screwdriver 139.95 
98202 Blade Sharpener 169.95 8975 Неа! Gun w/scrapers 8995 
99008 3” x 21” Belt Sndr 12295 
992408 3" х 24" Belt Sndr 13495 DELTA (ROCKWELL) 
B04510 Finishing Sander 4995 POWER TOOLS 
DA30000W Cordless Angle Drill 102.45 11-072 32” Radial Drill $ 444.95 
DA3000R 3/8” VSR Angle Drill 99.95 22-651 13! Planer 999.00 
DP3720 3/8” Reversible Drill 49.95 28-243 14" Band Saw 563.90 
DP4700 Drill Reversible 99.95 28-283 3/4 HP Bandsaw 745.00 
GV5000 Disc Sander 56.95 31-730C Belt and Disc 
JR3000V Recipro Saw 124.95 Sander 1281.00 
JV2000 Orbtl. Var. Jig Saw 10450 33-150 — Sawbuck 529.00 
LS1000 10" Miter Saw 33-990 10” Radial Arm Saw 474.50 
wivise 229.95 34-410 10” Contractors Saw 699.00" 
34-761 Unisaw 1450.00 
AEG TOOLS 37-2200 67 Joiner 1250 0 
- " Jointer 495.00 
ВОРЕВО Goy Тор Hande 8133.95 37218 8" Long Bed Jointer 1495.00 
EH82S 31/4” Planer 12995 40-601 Electronic Scroll 
EZ501 Cordless Screwdvr 39.95 Saw 895.00 
£2502 Cordless Driver 43-122 Wood Shaper 528.95 
wladj. handle 5495 46-140 11" Lathe 433.95 
£2505 Cordless Drill/Driver 78.95 46-5415 12" Lathe 1399.00 
FSP60 Orbital Jig Saw 99:95 “Less $100 Rebate. 
HBSETSS Ух Век Sndr 1% 9 PORTER CABLE 
”Circular Saw Р 
RSKB00 Orb Redi Saw 16% 100 GIB HP Router | 5072) 
SBE401RL 3/8” Hammer Drill 55.95 309 Laminate Trimmer 9005 
SCRIIE — Electronic Drywall 314 41/2" Тит Saw 12495 
Driver 77.95 320 Abrasive Planer 90.95 
VS130 ү! Orbtt. ӨТЕ E Palm finish Sanit 61.95 
‹ "т дү 
vs260 2 Sheet NM не 
ander .95 360 " x 24" Вей 
VSS260 1/2 Sheet Orbll Sander Wiss ВЕ Sender 
w/dustbag, rubber 362 4" x 24" Belt Sander 
sanding plate 118.95 W/bag 206.95 
505 Finishing Sander 122.95 
JORGENSEN BAR CLAMPS 518 3 HP Electronic 
(HEAVY DUTY) Router 343.95 
Each Рко.б 587 7 1/4" Circular Saw 139.95 
No. 7224 24" 17.30 15.70 Ға. 690 11/2 HP Router 135.95 
No. 7230. 30” 1810 16.45 Ea. 695 1 1/2 HP Router/ 
№. 7236 36" 18.70 16.95 Ea. Shaper 194.95 
№. 7248 48" 20.75 18.70 Ға. 696 Router/Shaper Table 
No. 7260 60" 22.65 20.55 Ға. only 104.95 
No.7272 72" 2455 22.25 Ға. 3151 7 14, Circular Saw 11635 
rb. Jig Saw 139. 
JORGENSEN CLAMPS 7648 От. Jig Saw w/barrel 
(MED. DUTY). on 139.95 
HUP М 550. Sas Ea об 2 Sp. Tiger Saw Kit 135,95 
No. 3730 30” 820 7:40 Еа PONY CLAMP FIXTURES в 
j ва 7: ас 
No. 3736 367 885 — 795 Ea. ро 50 3/4" Pipe Clamp 730 6.55 Ea 
JORGENSEN HAND SCREWS No. 52 1/2" Pipe Clamp 6.05 5.60 Ға. 
No. 3/0 3” 845 7.60 Еа. No. 1215 (WEB) 15" 6.80 6.35 Ea. 
0. D 4 EN ga 1880 Е №. 7456 Clamp Рай 2.95 2.50 Ға. 
ја m 12 са. JORGENSEN & PONY CLAMPS 
№2 8 1/2" 13.45 12.15 Еа. No, 3325 3 Way Edging 5.75 5.10 Ea. 
JORGENSEN BAR CLAMPS No. 1623 3” Hold Down 7.50 6.30 Ea. 
No. 4512 12"Ореп 17.45 No. 3202HT 2” Spring 2.15 1.90 Ea. 


15.70 Ea 
18.85 

19.65 
20.60 Ea. 


Мо. 4524 24"Ореп 20.85 
No. 4530 30”Ореп 21.90 
No. 4536 36”Ореп 22.90 


We Honor All 
Freud Specials 


LU72M10 10” 40 General $33.95 
LU73M10 10” 60 Cut-Off 2995 
LU73M12 12” 72 Cut-Off 76.90 
LU78M10 10” 80 Plastic 8350 
LU82M10 10” 60 Cut-Off 3995 
LU82M12 12” 72 Cut-Off 8595 
LU84M11 10” 50 Comb. 36.95 
LU85M10 10” 80 Cut-Off 5995 
LM72M10 10" 24 Ripping 33.95 
05306 6” Пайо 89.95 
05308 8” Dado 99.95 


На prepaid price for ап identical product in] 
our ad is lower, we match the price and give 
you a gift certificate worth $5.00 when pur- 
chasing from our catalog. Few restrictions 


ж Міпітит Order 510.00 


Freight prepaid іп all U.S.A. on 
orders of $35.00 or more. 


Note: Under $35.00 add $2.50 per order. Extra 
charge to Alaska and Hawaii on stationary 
machines. Typographical errors are rare but do oc- 
cur. Any error is subject to correction by Trend- 
Lines. This ad expires August 31, 1986. 

RETAIL STORE SELECTION AND PRICES MAY VARY 
FREE CATALOG WITH ORDER OR BY 
WRITING TO POST OFFICE BOX. 


SPECIAL SALE TO READERS OF THIS AD: 
You Must Mention This Ad When Ordering 
800-343-3248 (USA) 

800-322-6100 (Mass.) 

617-884-8882 (Non-Order Calls) 


TREND-LINES, INC. 


375 Beacham St. 


Р.О. Box 6447C VISA е? or personal 
Chelsea, МА 02150 Bm check 


Open Моп.-Егі., 8 a.m.-5p.m., 9-5 Sat. 
30 DAY MONEY BACK GUARANTEE 
Examine any item in your home or shop. 
If it’s not what you expected, return it in| 
original condition for a full refund. 


TITEBOND WOOD GLUE 
$5.75 Qt. $12.95 Gal. 


Watco Danish Oil 
Natural, Medium, Dark, Black, 
or Colors 
$5.70 Ot $17.65 Gal. 
FREE WITH ANY ORDER OVER $50: 
100 SAW TOOTH = 
HANGERS—Hold EXE 
Plaques, Pictures € 72793 E 
And Panels 
Also free with any order: 

*1 year (3-4 issues) catalog subscription. 
*Subscription to Woodworking Trends. 
*For special prices ask for code МЈЈА6. 
21 PIECE FORSTNER 
& BRAD POINT SET 

*7 pc. Forstner Bit Set in "m 

sturdy wooden case. 

*7 pc. brad point woodbit 

set in protective pouch. 
*7 pc. adjusting collars 

for woodbit set. 
YYFB21W $49.95 
SUPER SAVINGS ON ALL FREUD BLADES 
BUY THIS MAKITA CORDLESS 
DRILL AND GET A FRE 
VACUUM CLEANER - 
Drill works in 
forward or reverse. 
Battery, charger, key 
and Phillips bit incl. 


MKDK1001 

$89.95 = 
DELTA e 
CONTRACTORS 
SAW 


$100 REBATE BY 


MAIL! 
Rw34410SP $699.00 X 
With Rebate $599.00 


MAKITA 
BLADE 
SHARPENER 


Handles long 
planer blades. 


MK98202 
$169.95 
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Adirondack 
Chair 


Shoptalk 


Little Things Mean a Lot 


Careful attention to small details imparts to our work that 
distinctive crispness of execution that is the hallmark of an 
outstanding craftsman. It also helps to have the right tools and 
to know how to use them effectively. 

Recently Phil Bacon, our designer/craftsman, brought to 
my attention a rather different and sleek-looking countersink 
bit he’s been using and 
which he feels is quite 
superior to the common 
hardware store counter- 
sinks that most of us have 
been using. These bits 
often produce rough and 
irregular recesses, par- 
ticularly in softwoods and 
open-grain hardwoods. 
Now, Гуе got to confess that I never gave much thought to the 
operation of countersinking, but Phil is a far better craftsman 
than I and his work reflects his meticulous approach. 

As you can see from the drawing, the business end of the bit 
is a cone with an 82-degree angle. A single hole cut at an angle 
through the cone creates the cutting surface. 

These bits are made by Swiss Precision Instruments, Inc. 
and the Weldon Company, and are sold through machine 
shop supply distributors (check the Yellow Pages under In- 
dustrial Equipment and Supplies). Although designed for 


metalworking, they are great for woodworking. They don’t 
chatter and they work equally well with the hand drill, electric 
drill or drill press. Phil uses the size which countersinks 
diameters from Ив in. to '⁄2 in. and this lists in the S.P.I. 
catalog for $6.30. Admittedly, this is a little steep for a tool 
most of us hardly think about, but I thought Га pass this in- 
formation along for those of you who believe that little things 
can indeed mean a lot. 


A Bit of a Bind 


“What gives? Just when I order binders for my back issues, 
you go and change the size of your magazine. Now, the 
binders I’ve got are fine for all my issues up to and including 
Jan/Feb ’86, but a little too roomy for the new issues. If 
you're sticking with the new size, aren't you going to change 
the binders and slip cases, too?" 

The above is fairly typical of the letters we're receiving and 
the answer is — Yes! Beginning in January 1987 a standard 
binder and case size will reflect our new format (of course, the 
larger size will still be available by request for your back issue 
collections). Most of our readers organize issues by calendar 
year so we are keeping the binders and cases large enough to 
accommodate this January's issue, as well as all back issues, 
guessing that you'd rather place a smaller issue in a large 
binder than try it the other way around! 

If you haven't yet ordered any, and your back issues аге 
starting to get shop-worn, three binders or cases will handle all 
issues from Sep/Oct '80 through Nov/Dec '86. Then, in 1987 
you сап start ordering the smaller size. Jim McQuillan 


MOLD, 
PLANE & EDGE 


...in Your Shop or On the Job! 


Attention: Renovators, Hobbyists & Carpentry Profes- 


vn —in your shop or out on the 


Save on America's 


Molds, Planes and | Edges! 
Most Versatile м 


using mi 


Cuts Any Molding, 
Planes Any Hardwood 
thousands orn moldings 


15 feet per minute (e 
edges any width of board, thanks 
to the open-sided design 


Super-Fast Changeover 
Ло 


Models 
nfeed/outfeed, г 
г manual operati 
at 15 feet per minute and even faster 
ultiple cavity blades! 


sable items every craftsma 
be proud of 
Picture Frames е Crown 
Moldings * Raised Panels 
Boat Decks е Casings 
Sashes • Rails 


Molder/Planers! 
Фи. кон 
5145 


ОЕР! 


5-YEAR WARRANTY 
100% American Made e Weighs 
Only 85 Ibs. ө Cast-Iron Base & 
Head е Chrome Stee! Posts 
Serrated Steel Roller e 2-Minute 
Changeover 


YOUR 


Save up to 5145 


Please rush specs on the МИ 


BUILT ТО GO THE DISTANCE. 


or Call for FREE Inf 


1-800-258-1380 
In NH 603-673-3446 
7 Senes 


IMAGI NATION 


Create Any Hollow Cylindrical Shape 
up to 12" dia. Cut flat wood into straight or 
angle rings, stack rings, glue, sand, & finish, 
Allon your Ring Master. 


ORDER YOUR FREE BROCHURE TODAY 
1-800-854-9815 
In Florida 305/859-2664 
Master Card, Уйа, COD. and 
phone orders 


Limited tim: 


only. Write 
n Kit! 


Molder/Planers. 


Free 30-day trial 


Williams & Hussey Machine Co. 
Elm Street, Dept. 186GM е Milford, NH 03055 


РО. Box 85274, Orlando, FL 32856 
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RYOBI SANDERS... 
THE ONLY THING THEY DON'T TAKE OFF 
IS WORKDAYS. 


T. hoursaday,eight  ball-bearing construction. Platens 
daysa week, Ryobi sanders аге extra-wide to give you flush- 
will be takin' it on and takin' it sanding capability and more 
off with toughness and profes- work in less time. And speeds 
sional features you won't find range from 1,500 S.F.M. for our 
with just any sander. biggest belt sander to 10,000 

For example, motors are all 0.p.m. for orbital sanders. 


Made for more than weekends. REYSE], 


1158 Tower Lane 
Bensenville, IL 60106 


Letters 


In а recent Shoptalk column 
(March/April 1986), Jim McQuillan 
talked about the need for caution when 
using potentially hazardous finishing 
products. A friend of mine knows the 
hazards full well. He was using a clean- 
ing solvent and, in the course of his 
work, managed to get some on his 
hands and clothes. Before cleaning up 
he needed to use his electric drill, but 
when he pulled the trigger the solvent 
vapors ignited, apparently caused by a 
spark in the electric motor of the drill. 
He ended up in the burn unit of our 
hospital. He’s okay and very lucky to 
be alive. 

Any spark or open flame can cause 
an explosion of flammable vapors. 
Stoves, heaters, cigarettes, pilot lights, 
and electric motors (your furnace has 
one) are a few of the potential culprits. 
To be safe, do all your finishing out- 
side where vapors can’t build up. 

Gene Wager, Valley Falls, N.Y. 


In your clock project articles, you 


rarely mention any company except 
Mason and Sullivan. There are other 
companies with good reputations that 
furnish fine clock movements. Two of 
them are S. LaRose, Inc., 234 Com- 
merce Place, Greensboro, NC 27420 
(catalog $2.50) and Merritt’s Antiques, 
Inc., R.D. 2, Douglassville, PA 19518 
(catalog $1.50). 

John Mullen, Berne, N.Y. 


I want to compliment you on the 
fine story and plans you provided for 
the Early American Tall Clock 
featured in your November/December 
1985 issue. I built it as a Christmas gift 
for my daughter and it turned out 
beautifully. Rather than purchase the 
dial face, I had a friend paint a dial in 
the color my daughter likes. 

Joseph G. McIntyre, Jr. 
New Canaan, Conn. 


We have just purchased a 1917 Stuze 
fire engine that we are starting to 
restore. It has wooden wheels which 
seem to be solid oak. The wheels are in 
great shape, but they have dried out 
over the years and have not been 
treated with any preservative, sealant 


or paint. We would like to get them 

back into top condition for the longest 
possible life. Can you help? 

Butler Park Fire Co. 

Washington, N.J. 


Editor’s Note: John Olson, who writes 
our Restoring Antiques column, will 
handle this one. 

I would suggest that the first order 
of business would be to disassemble 
the wheels and give all parts a good 
cleaning. Remove the old finish, if any, 
from both wood and metal parts. 

If the wood spokes are loose, they 
will need to be tightened. I once had 
a 1923 Model T Ford with wooden 
spoked wheels and the air in west Texas 
was exceedingly dry. The spokes would 
get so loose that they squeaked when 
turning corners. The cure was to 
remove the wheels and soak them over- 
night in a washtub full of water. Since 
this isn’t always a permanent cure, 
something else might work such as 
Chair-loc brand compound. This Па- 
uid synthetic is applied in very small 
holes in the ends of the spokes. It 
polymerizes, so strength is not affected 
and it also causes the wood to swell. 


он | 


FREE SANDING BELTS 


DIRECT FROM THE MANUFACTURER 


GET SIX FREE BELTS FOR EACH DOZEN ORDERED. All belts are aluminum oxide first quall- 
ty. Our electronic presses make smooth bump-free splices. 


UNLOCK 
YOUR CREATIVITY... 


WITH THE RBI HAWK 
PRECISION 
SCROLL 


9” x 11” Paper Sheets 


Check your size and how many 


SAW 


dozen, We will ship assorted grits A/O Cabinet Paper No Load Finishing Paper 

unless otherwise specified. 50/pk. 100/pk. 50/pk. 100/pk. Make 100’s of 
01" х307”  —$12.70/doz. 400 O $17/рк. O $31/pk. 180-А С $11/рк. O $19/рк. projects . . . 
П1”х427 一 12.75/doz. 50D 口 16/pk O 28/pk 220A O 11/рк. O 19/рк. toys, name cut- 
O1"x44" 一 1280/doz 60D O 15/pk O 26/pk 280A O 11/рк O 19/pk. outs, inlays, 
D3'x18" 一 13.75/doz. 80D O 14/рк O 24/pk 320A O ll/pk O 19/pk scallops, puz- 
D3'x21" 一 1425/doz. 100C D 13/pk O 22/pk 400А О ll/pk O 19/pk Bd M sell, 
9 55 = а 120C D 13/рк O 22/pk Wet or Dry S/C Paper Cuts wood, 

x а 150С О 13/рк O 22/pk 50/pk. 100/рк. metal and plas- 
03" х27" 一 15.25/doz. 220A 0$15/pk. O $25/рк. tic. The answer 
04° x21%" — 16.75/doz. NEW ITEM! to crafts- 

D4 x24 一 17.25/doz O BELT CLEANING STICK -$6.95 — 400A О 15/pk О 25/pk Hawk 20” persons, 
04" x36"  — 2095/doz. бол О I5/pk О 25/pk prayers! 
П6”х48” - 26.95/% doz. (3 FREE) 


Prompt delivery from stock. 


Other size belts on request. MONEY-BACK GUARANTEE 


Send Today for free information kit! 


2 1801 Vine Street 
Й Harrisonville, MO 64701 


Shipping Charges - Under $35 add $2.50; $35 or more add $4.00—PA residents add 6% sales tax. 


Check or Money Order. О YES. Tell me about your 30- 


CALL TOLL FREE j D 
MasterCard VISA Exp. Dat day “Іп The Shop’ 

2 3 ae 1-800-428-2222 Guarantee of Satisfaction! 

Acct. PA Only - 1-800-222-2292 
Name. 
Мате INDUSTRIAL ABRASIVES СО. ЖС 
Address 645 North Eighth Street © 
i Cit 

City, State & Zip Reading, PA 19603 ity 
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State Zip. 
© 1986 RBI, Inc. — (please print) 
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Another approach would be to set the 
spokes in clear epoxy when the wheels 
are reassembled. This would make a 
strong permanent job. 

As for finishing, I would suggest a 
good marine finish such as Deks Olje 
or a good two-part marine epoxy 
finish. These finishes are available in 
most any good marine supply store. 
Above all, follow the manufacturer’s 
instructions. Deks Olje recommends 
five coats ој №. 1 and three coats of 
No. 2. This makes a fine durable 
finish. The mahogany panels on my 
boat attest to this. Three years out- 
doors and they still look good. 


I built the Early American Tall 
Clock that was in your November/ 
December 1985 issue and, like Mr. 
Rosenbloom (Letters, March/April 
1986 issue), I thought that a battery- 
operated quartz movement, as was 
called for in the article, was kind of 
cheap for such an impressive piece. In- 
stead, I substituted a triple chime, 
weight driven movement from the 
Mason and Sullivan Company. 

I built the clock of cherry wood and 
everything worked fine until I started 


to install the movement. I found that 
for the movement to work, the face 
must be set back at least % in. It would 
be even better to set it back a full inch 
as the weights barely clear the front of 
the case with the % in. setback. 

Also, if you use % in. plywood for 
the dial board you’ll have to rout out 
space for the movement. The move- 
ment handshaft is only long enough to 
go through % in. plus the thickness of 
the dial face. Then, after I got 
everything together, it didn’t look right 
because the dial was about 1 in. back 
from the glass. I framed the dial with % 
in. stock and found that it looked 
much better. 

If anyone is planning to substitute a 
weight driven movement, I would sug- 
gest first building a temporary mock- 
up. This would allow you to locate the 
movement, take measurements, and 
then build the clock to fit. I didn’t, and 
would have had less trouble if I did. 

John Diekhans, Billings, Mont. 


After reading the article ‘‘An Inter- 
view with Clare Maginley’’ (Workshop 
Income, May/June 1986), I sent an 
order to E.P. Dutton, Inc. at the ad- 


dress you listed, for a copy of Mr. 
Maginley’s book of toy plans, Trains 
and Boats and Planes апа... Dutton 
informed me that the book is out of 
print and returned my check. I’d like to 
obtain a copy of the book and would 
appreciate it if you could help. 
Edward A. Kacicek, Asheville, N.C. 


A call to Dutton confirmed that the 
book is still in print. However, rather 
than sending orders to Dutton’s New 
York City address, they should be 
mailed to: New American Library, 120 
Woodbine St., Bergenfield, NJ 07621. 
To avoid confusion, they recommend 
including the code number ISBN 
0-8015-8814-6. 

We incorrectly listed the price of the 
book as $7.95 for softcover, $12.95 for 
hardcover. It is only available in soft- 
cover, and the price is $12.95 plus 
$1.50 postage and handling charge. 
The book can also be ordered by any 
bookstore. 


At Christmas my son-in-law gave me 
а % in. variable speed reversible (VSR) 
drill from Sears. In February | put it to 


SHA PERS. nationatty ACCLAIMED BRIDGEWOOD® 


MACHINES KNOWN FOR HIGHEST QUALITY & DEPENDABILITY 


BRIDGEWOOD BW2S 
ECONOMY MODEL 
1/2” SPINDLE 3/4 HP 

i 


WITH 115V REVERSIBLE 
1PH MOTOR / SW, 
STAND, COMPLETE 

FOB YORK 


$279.95 


BRIDGEWOOD BW3S 
CABINET SHOP MODEL 
Ya, 34, 1" SPINDLES - 3 HP 


WITH 220V REVERSIBLE 
ТРН OR 3PH ЗНР 
MOTOR, MAG SW 

FOB YORK 


$1195 


BRIDGEWOOD BW4S 

CABINET SHOP MODEL 

Ya, 34, 1, 1%” SPINDLES 
слу 


WITH 220У REVERSIBLE 
3HP 1PH OR 5HP 3PH 
AMERICAN MOTOR 
MAGISW 
FOB YORK 


$1995 


A FULL LINE OF PROFESSIONAL SPINDLE SHAPERS WITH MANY EX- 
CLUSIVE FEATURES. HEAVY CAST IRON CONSTRUCTION. SEND $1.00 
FOR OUR LATEST CATALOG PRESENTING THESE FINE MACHINES IN 


DETAIL - ALONG WITH MANY OTHER BRIDGEWOOD® 


WOODWORK- 


ING MACHINES AND (мо? METALWORKING MACHINES 一 BUY 
WITH CONFIDENCE FROM A FULL LINE MACHINERY DEALER. 


WILKE vacuiNERY CO INC. 


BRIDGEWOOD T-50/TC-50 
INDUSTRIAL MODEL 
34,114" SPINDLES 


WITH 220V REVERSIBLE 
5HP 1PH OR 3PH AMERICAN 
MOTOR, MAG SW, 
SOLID TABLE MODEL Т.50 
WITH 7.5HP 3PH 220V 
$2795 


WITH 5HP 1PH 220V 


$3195 
Y" & 1" SPINDLES OPTIONAL EXTRA 
SLIDING TABLE MODEL TC-50 
WITH 7.5HP 3PH 220V 
$3195 
WITH 5PH 1PH 220V 
$3595 


120 DERRY COURT 717 
YORK, РА 17402, U.S.A. 846-2800 


A FULL LINE. FULL SERVICE MACHINERY CO. - NOT A POST OFFICE BOX OR 800 NUMBER - YOU CAN TRUST WILKE - 
A FAMILY OWNED AND OPERATED COMPANY - WE KNOW MACHINERY - HOW IT WORKS & HOW TO FIX IT. 
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use installing telephone jacks 
throughout the house. Things went 
swell for a while and I found the drill to 
my liking. However, nearing comple- 
tion of the job it occasionally began to 
make a harsh sound. It got pro- 
gressively worse until it sounded bad 
all the time. 

I took the drill to the tool depart- 
ment at Sears and was told that 
nothing could be done without a sales 
slip. The customer service department 
said the same thing. 

As luck would have it, a check with 
my son-in-law confirmed my worst 
fears — the sales slip had been tossed 
out. At Sears' suggestion I took the 
drill to their repair center but got the 
same story — no sales slip, no action. I 
could, however, get it fixed for $21.80 
paid in advance. 

In your March/April 1986 issue you 
had a comparative tool review article 
covering % in. variable speed reversible 
drills. In it you discuss the Sears 
guarantee and state **. . . Sears is wide- 
ly recognized as having one of the best 
guarantees in the business. Consider- 
ing this fact, and the ease with which 
repairs and returns can be accomplish- 
ed, it is not surprising that Sears is so 


Typical shapes that can 

be obtained with single 

combinations cutters. 

e 2.5 hp motor 

* 3 spindle speeds— 
5400/7200/9600 rpm 

e Table size: 17" x 2512" 

e Weight: 143 Ibs. 


Make your own 
Moulding 


highly regarded"'. Based on my recent 
experience at Sears, though, I'm not so 
sure you're right. 

Alvin Hammer, Chicago, Ill. 


Editor's Note: We sent Mr. Hammer’s 
letter along to Sears and asked for their 
comments. They reply: 

While it is not absolutely necessary 
to retain a sales slip unless the item is 
commonly sold by other companies, it 
is a good practice to do so. A sales slip 
readily establishes the warranty period 
and thus facilitates an adjustment. We 
have a sign over the door on every 
Sears store across the country that 
reads ''Satisfaction Guaranteed or 
Your Money Back’’. A customer ad- 
vising Sears of dissatisfaction with the 
purchase of any product or service for 
any reason within a reasonable time 
after purchase will obtain prompt and 
courteous action from the Sears unit 
contacted. We stand by our services, 
our products and our people, but most 
importantly we stand by our 
customers. 

Sears has assured us that they will 
contact Mr. Hammer and the Sears 
store involved, and will either replace 
the drill or issue a full refund. (Ed.) 


Odds and Ends 


The Mississippi Woodworker's 
Association holds meetings on the first 
Thursday of each month at the Sykes 
Park Recreation Center off Daniel 
Lake Drive in Jackson, Mississippi. 
Meetings begin at 7 p.m. and interested 
woodworkers are invited to attend. For 
more information, contact: Howard 
G. Boone, 105 Redbud Trail, Bran- 
don, MS 39042. 


The Kansas City Woodworker's 
Guild was started in November 1984. 
At this time we have 100 members, 33 
percent professional and 66 percent 
amateur. Membership is open to 
anyone with an interest in woodwork- 
ing. We meet on the second Wednes- 
day of each month at 510 North Sterl- 
ing in Sugar Creek, Missouri. 

Our first annual public show was 
held this past November. Ninety-seven 
pieces of very fine work were 
displayed, with 750 people in atten- 
dance. For more information, call 
(816) 358-1227. 


MODEL 


TF-65 
SHAPER 


егпсохџод. 


A tailor-made shaper for perfect profiles. 
Accessories include workpiece hold-down 
clamp and side guards, buffer ring, safety 
moulding head and cutters. The suction- 
extractor fits most shop vacs. 


Dept. WJ76T e 2080 Fairwood Ave. 
Р.0. Box 07795 е Columbus, ОН 43207 


1-800-521-8289 


(In Ohio 614/445-8382) 


Dealer Inquiries Invited 


LUMBER- 
YARD! 


NEW SOLID STATE 
_ ELECTRONIC CONTROLS! 
à Just a twist of the dial 
gives you from 70 to over 
1,000 cuts-per-inch! 

Made in U.S.A. 


Makes you money...saves you money! 
New 4-in-1 power-feed shop planes, molds, 
joints, sands! Quickly converts low-cost rough 
lumber into high-value finished stock! Turns out 
perfect picture frame, quarter-round, casing, 
tongue & groove...all popular patterns...any 
custom design. Planes or joints without change- 
over. Converts in just minutes to a powerfeed 
drum sanding machine! This one low-cost power- 
feed shop opens up a truly astonishing range of 
products you can make and sell. Find out how 
you can try this versatile tool in your own shop 
on our 30-day Free Trial! Easy terms. 

PHONE TOLL-FREE 1-800-251-4888, ext. 2628 


SEND FOR FREE FACTS TODAY 4, тасы 


FACIS 
4 PROFITS 

= ез ез өз өз ез аз аз en өз nen en өз ез ез n am) 
Woodmaster Tools, Inc. 
Dept. PS28, 2908 бак 
Кап$а$ City, MO 64108 
C] YES! Please rush my FREE Information Kit and. 

details on your 30-Day Free Trial Guarantee. 

Name 
Address _ $ = 
City/State — — Тір E 


PES 
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Readers’ Information Exchange 


Looking for an owner’s manual for an old band saw? Need a bearing for a һапа- 
me-down table saw? Can’t find a source of supply for an odd piece of hardware? 
Maybe our readers can help. Send along your request and we’ll try to list it here — 
and hopefully one of our readers will have an answer for you. Due to space limita- 
tions, we will be unable to list all requests, but we will include as many as we can. 


I need a source of supply for retrac- 
table casters (new or used) with thread- 
ed shafts. Sears sold them in the 
mid-1970's for use on power tools. 

Bill Kirkpatrick 
4103 Woodland Drive 
Fairfax, VA 22030-5105 


I would appreciate help in locating 
an owner’s manual and parts list or a 
supplier for a Craftsman jigsaw, model 
no. 103.20720. 

Daniel Jarosz 
4810 Russell Avenue 
Parma, OH 44134-1863 


I have an old Shopsmith jigsaw and 
need a fiber blade-backing guide for 
the blade. The machine is made by a 
different company now. 

Robert P. Gibson 
428 Elmer St. 
Pittsburgh, PA 15218 


I need an owner’s manual and parts 
list for a 16 in. wood and metal band 
saw (model no. not available), 
manufactured by Walker Turner, a 
division of Kearney & Trecker Corp., 
Plainfield, New Jersey. 

James W. Brynda 
P.O. Box 9901 
Pittsburgh, PA 15233 


I’m interested in building wooden 
mechanical toy banks. If anyone has 
plans or information, I’d be happy to 
pay costs for copies and postage. 

Earl Brassette, Sr. 
2236 lowa Avenue 
Kenner, LA 70062 


Recently I had to trim some limbs 
off an old apricot tree. Since several of 
the limbs were sizable (8 in. diameter), 
I saved them for some woodcarving 
projects. Does anyone have any ideas 
or suggestions for the use of apricot 
wood? It seems to work well, but tends 
to split. 

William Beiney 
Box 88 Whipple Station 
Prescott, AZ 86313 


I was given a Craftsman jigsaw, 
model no. 110.27760 and need instruc- 
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tions and parts list, or if someone 

knows the length and type of the blade 

it uses, Га appreciate some help. РП 
gladly pay costs. 

Albert H. Wellbrock 

6601 La Roche Avenue 

Savannah, GA 31406 


I need an owner’s manual and parts 
list for a Sears table saw, model no. 
113.29940. I'll be glad to pay expenses. 

J.W. Goecke, Jr. 
Box 242 
Mt. Clemens, MI 48043 


I'd be grateful for any help in locating 
a mortising attachment for a Sears 
upright drill press (floor model) with a 
106 in. diameter. The drill press is 
about 40 years old. 

Edward S. Ratigan 
4352 2nd Avenue South 
Birmingham, AL 35222 


I would be grateful for any help in 
locating an owner's manual and parts 
list for a Ward's Powr-Kraft 10 in. 
2HP radial arm saw, model TPC 
26108. Be glad to pay costs. 

Ray W. Spannring 
P.O. Box 526 
Corvallis, MT 59828 


I'm looking for an owner's manual 
and parts list for a Boice Crane 8 in. 
jointer, model no. 3400. РП pay costs 
for copies and mailing. 

John R. Davis 
2601 Wilson Cambria Road 
Wilson, NY 14172 


Need copies of instructions and 
parts list for Craftsman belt sander, 
model no. 315-11720. Will pay costs. 

J.H. Gehman 
7001 White Eagle Drive 
Fort Wayne, IN 46815-7950 


I'd like to locate an owner's manual 
or any related information for a Sears 
24 in. lathe, no. 103.21600, and a 
Ward's Powr Kraft 6 in. jointer, no. 
OSED2508A. 

H. Marvin Jennings 
2400 Wooded Acres Drive 
Waco, TX 76710 


EXCALIBUR 24 е EXCALIBUR П 
Make The Precision Decision 


сине 1-800-387-9789 


> 


EXCALIBUR 24” 
c/w ¥, Hp Var. 
Speed Motor _ 


SHIPPED UPS 
PREPAID 


Excalibur 24’s are working to 
exacting standards in industrial and 
commercial settings in schools and 
other institutions, and in the homes 
of dedicated hobbyists across the 
country. 


Excalibur Precision Scroll Saws At-A-Glance 


Excalibur — Excalibur 
24 П 


Worktable adjustment Right . , 
Ши. 


Worktable Width 
Worktable Depth... 


SHIPPED EXCALIBUR II 
‘UPS PREPAID 
Less Motor & Switch 
5495. 
NO OTHER CHARGES 


The budget-respecting Excalibur II 
accepts any motor to become the 
true craftsman's dream with features 
unparalleled at its price. 


(ПНЕ SEND FOR OUR CATALOG 
VISA OF OTHER FINE 

(GS) WOODWORKING MACHINES -- 
J. Philip Humfrey International 


3241 Kennedy Road, Unit 7 
Department WJ 7/8 


Scarborough, Ontario МІУ 2J9 (416) 293-8624 


O Tenclose $1.00 (refundable against purchase). 
Please rush my catalog. 


Cascade Precision Tool Co. 
Box 848, Mercer Island, WA 98040 


A, Zoe 


FREE ‚© DOVETAIL WHEN YOU ORDER THIS SET OF CARBIDETIPPED ROUTER 
BITSINCLUDING ^," RABBET Wi OGEE, 7)" COVE, 1,” ROUNDOVER, 4 AND V4 
STRAIGHT BITS WITH EXTRA BEARING FOR BEADING. 


HANK SET $64.95 PPD. 1” SHANK SET $69.95 PPD. 


CARBIDE TIPPED a PIECE ROUTER 
НЕ +. SHAN 5 
о L 
ILABLE 
ROUTER BIT PANEL RAISER 


ALONE 55995 


$ O.D. WITH^, BORE & t4” BUSHING 
OR5',"0.D. WITH 11, BORE А 1 BUSHING 


Le 


P .ап .. | 
ЭМЕ "ӨСЕ CONCAVE Т2 FACE СОМЕХ 
cut сот &OTRRD 
SHAPER CUTTERS t 
34" BORE WITH и" BUSHING 


from $2999 
'4" BORE IN 20 PROFILES - 52200 


6-PIECE CABINET SETS 


за" BORE WITH 13" —— —1 
BUSHING 517955 ы 


SZ... "MAGNUM LINE" 

UTTERS - САВІМЕТ/ОООЯ SETS 

shing) «4^4; Dametere3mm['- thick carbide 

AVAILABLE AT AFFORDABLE PRICES 

ORDER BY PHONE WITH VISA/MC OR SEND MO. CHECK. VISAIMC 

NUMBER, EXP DATE. PHONE NUMBER CATALOG $1 — FEATURING OVER 

200 CARBIDE TIPPED ROUTER BITS AND SHAPER CUTTERS 
MaOs SATISFACTION GUARANTEED 
INVITED ORDER TOLL FREE 

1-(800) 235-0272 


IN WASHINGTON CALL 1-206-236-0272 
CHARGE YOUR ORDER 
10 АМ-7 PM 


Monday through Saturday 


H 


The ВВ! Woodplaner™ 
Features Planing, Molding 
and Surface Sanding. 


With One Big 
Capacity, 
Precision Tool. 


Planing, molding and 
sanding . . . the three 
secrets to really suc- 
cessful woodworking. 
Without an affordable 
planer, you're stuck 
with mill-size boards 
for all your projects. 
Without an affordable 
molding machine, your 


лм projects will be basic 
Woodplaner straight lines with little 
612 Model creativity. Without a 


recision surface sand- 
ing tool, your finish will never have furniture- 
factory) quality. 

So what's the answer? Before you even think 
of purchasing a planer, you owe it to yourself 
to get all the “plain” facts about RBI’s Precision 
Woodplaner™. It’s three tools in one compact, 
affordable unit. 


Send today for free information kit! 


B 1801 Vine Street 
І Harrisonville, МО 64701 


І YES. Tell me about your 30-day “Іп-Тһе- 
І Shop Guarantee of Satisfaction.” 
І Мате 
1 Street_ 
| City 
1 State. Zip. 
© 1986 RBI, Inc. 
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Events 
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We will be glad to list as many events of interest to woodworkers as space рег- 
mits. Listings are free and may include shows, fairs, competitions, workshops and 
demonstrations. The issue closing date is the Ist of the 2nd month preceding the 
cover date (7/1 for September/October; 9/1 for November/December, etc.). 
Please address announcements to the Events Department. 


The Penland School is offering one, 
two and three week sessions in wood- 
working through September 19th. The 
various workshops cover wood and 
furniture techniques, joinery, design, 
turning, and more. Call or write for 
their catalog: The Penland School, 
Penland, NC 28765-0037. Phone: 
(704) 765-2359. 


The Long’s Park Arts and Crafts 
Festival will be held August 30 through 
September 1 at Long’s Park, U.S. 
Route 30, Lancaster, PA. Select wood- 
workers and craftsmen from over 
twenty states will be exhibiting. For 
more information, write: Dick 
Faulkner, Box 5153W, Lancaster, PA 
17601. 


The Peters Valley Craft Center will be 
conducting workshops through the 
summer covering numerous aspects of 
woodworking. For catalog and infor- 
mation, contact: Peters Valley Craft 
Center, Route 615, Layton, NJ 07851. 
Phone: (201) 948-5200. 


The Augusta Heritage Workshop will 
be hosting a number of concentrated 
classes for beginner and advanced 
craftspeople in Elkins, West Virginia 
from July 13th to August 15th. Pro- 
grams for woodworkers include folk 
carving and whittling, log cabin 
restoration and making treenware. For 
more information, contact The 
Augusta Heritage Center, Davis & 
Elkins College, Elkins, WV 26241. 


The annual Summer Woodcarving 
Workshops at the Villa Maria Retreat 
Center will be offered from August 
3 - 9. Courses will include whittling, 
relief carving, bird carving, letter cut- 
ting, figure and caricature carving, and 
marquetry. For further information, 
write: Villa Maria Workshop, P.O. 
Box 37051, Minneapolis, MN 55431. 


The California State Fair, to be held 
August 15th through September 1 in 
Sacramento, will feature an exhibition 
of realist and functional artwork in all 
media. The woodworking category will 
include furniture, carving, household 
objects and wares. 


The 13th Annual Wood Carvers Ex- 
hibit will be presented at the American 
Legion Hall in Morrisville, Vermont 
on August 16th, 1986 from 9 a.m. to 
4:30 p.m. Admission is free. For more 
information, contact: C.A. Brown, 
Box 268, Waterville, VT 05492. 
Phone: (802) 644-5039. 


Workshops will be conducted in the 
repair, maintenance, and building of 
violins at the 13th Annual Violin and 
Bow Maker’s Summer Institute from 
June 9th through August 22nd. For in- 
formation, contact: Summer Violin In- 
stitute, University of New Hampshire, 
Office of Continuing Education, 24 
Rosemary Lane, Durham, NH 03824. 
Phone: (603) 862-1088. 


The Maritime Do-It-Yourself Show 
featuring ‘‘Woodworking World” will 
be held at the Atlantic Winter 
Fairgrounds in Halifax, Nova Scotia 
from July 18th to 20th. The show will 
include exhibits, demonstrations and 
sales of woodworking tools and sup- 
plies in addition to new products, 
techniques and ideas developed for the 
do-it-yourself enthusiast. For further 
information, contact: Woodworking 
Association of North America, P.O. 
Box 706, Plymouth, NH 03264. 
Phone: (603) 536-3876. 


Nineteen classes will be offered this 
summer at the Cedar Lakes Crafts 
Center near Ripley, West Virginia in a 
variety of craft media. Instruction in 
woodworking will include: Traditional 
Furniture, July 21-25; Wood Turning, 
August 4-8; Basic Joinery, August 
8-10. For further information on these 
and other workshops, contact the 
Crafts Center, Cedar Lakes, Ripley, 
WV 25271. Phone: (304) 372-6263. 


Cook Forest Sawmill Center for the 
Arts will be presenting their 1986 
Wood Carving Show in Cooksburg, 
Pennsylvania on July 19 and 20 from 
10 a.m. to 5 p.m. The Sawmill Art 
Center is also holding classes which in- 
clude Wood Sculpture (July 14-18) and 
Beginning Bird Carving (August 4 - 8). 
For more information, call (814) 
927-6655. 


The Woodworker's Journal 


Cabinetmakers’ 
Supplies 


Furniture Kits 


As a service to our readers, The Wood- 
worker’s Journal periodically lists 
sources for various woodworking 
products. In this issue we’ve included a 
listing of some of the mail-order com- 
panies that sell furniture kits. In most 
cases these kits come pre-cut, pre- 
sanded, ready to assemble, and require 
only a minimum of tools. In addition 
to assembly instructions, some also 
supply the necessary hardware, sand- 
paper, and glue. 


Bedford Lumber Company, Inc. 
P.O. Box 65 

Shelbyville, TN 37160 

Cedar chest, tables, beds, etc. of 
cedar — walnut — cherry — oak. 
Catalog $2.00, refundable on 
first order. 


Cohasset Colonials 

376EX Ship Street 

Cohasset, MA 02025 

Reproduction furniture kits: Queen 
Anne, Windsor, Shaker, Chippen- 
dale, and Federal. Kits include 
necessary glue, hardware, and 
stain. 

Catalog $2.00 


Craftsman’s Corner 

P.O. Box AP (WJW) 

Des Moines, IA 50302 

Broad range of solid oak furniture 
and accessory kits ranging from 
clocks and magazine racks to roll 
top desks, file cabinets, and tables 
and chairs. 

Catalog free 


Shaker Workshops 

P.O. Box 1028WJ 

Concord, MA 01742 

Dining chairs, rocking chairs, 
candlestands, tables, beds, and 
other woodenware, all reproduced 
from specific pieces of original 
Shaker furniture. 

Catalog $1.00, includes samples of 
12 Shaker chair tapes. 


The Shop 

Box 3711, RD 3 

Dept. WJ2 

Reading, PA 19606 

Reproduction ice box and turn-of- 
the-century hardware. 

Catalog $1.00, refundable on 

first order. 


Yield House 

Route 16, Dept W65 
North Conway, NH 03860 
Pine kits, oak unfinished. 
Catalog free 
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DML's Radi-All 8 Miter-All 
cut the push and pull of overfeed. 


Everyone has experienced 
the problem with ordinary 
radial arm saw and power 
miter box blades. They 
begin to feed faster than 
they can cut. So you fight 
the machinery. Your finish 
gets ragged. Maybe your 
motor bogs down, and you 
risk damage to your saw. 


Radi-All is a breakthrough 
in carbide tipped radial arm 
saw technology. Its specially 
engineered hook angle 
reduces overfeed; its unique 
tooth grind makes for a 


New large 3/e" long by .160 thick 
premium C-4 carbide on all DML 
blades 


smooth cut through any kind 
of wood. So you get a 
comfortable feed flow and a 
fine finished cut every time. 
You need fewer regrinds. 
And you don't fight the 
equipment. 


Radi-All, for trim, cutoff, 
Eo purpose and hand 
feed mitering operations on 
radial arm saws. And Miter- 
All, for cutting picture 
frames, molding, and all 
trim material. Both available 
from your DML distributor. 
To take the fight out of 
cutting wood. 


Miter-All, with its meticu- 
lously calculated hook con- 
figuration, is another revo- 
lutionary development in 
saw blade design. Tipped 
with C-4 grade carbide, 
specifically engineered to 
enter the material at exactly 
the right angle, Miter-All 
reduces tear-out. You get a 
clean finished cut in any 
species of wood. Maximum 
efficiency from your equip- 
ment. And longer blade life. 


DML 


Cutting everything but corners 


A уволят OF МА VERMONT AMERICAN CORPORATION 
г == ee el 


1 For details about DMLs complete line of cutting tools, 
fill out and mail to: 
І DML, Inc. Dept. WJ 
І 1350 5. 15th Street 
І Louisville, КҮ 40210 
| “= 
- COMPANY NAME 
| ADDRESS 
! city STATE ZIP 
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Your Fall 
Harvest 
| 
| 


.. .kept in the 
old-fashioned 
way - Build 

this rustic 
vegetable bin — 

a warm and 
useful addition 

to your country J 
kitchen. 


> 
Enclosed is $3.00 (U.S. funds). Please send me your May/June 1984 issue 
containing the Vegetable Bin plans. 


lame; = — 


Street 

City _ 

State/Zip = - 
THE WOODWORKER'S JOURNAL Р.О. Box 1629, New Milford, СТ 06776 U.S.A 


CHANGE 
IN YOUR 
— LOCATION? 


You must inform your Postmaster 

if you want your copy of The 
- Woodworker’s Journal forwarded. 

To insure that you will not miss an 

issue, please send us the latest mail- 

2 ing label, or your old address, along 
with your new address, at least six 
weeks before we publish. 

We publish two weeks before the 
beginning of the month shown on the 
cover. Thus, the May/June issue is 
published on the 15th of April, etc. 


Find out how Conservation Trees can 
help you. For your free brochure, write: 
Conservation Trees, 

The National Arbor Day Foundation, 

100 Arbor Avenue, Nebraska City, NE 68410. 


Workshop Income 


Selecting the Right 
Project for Production 


S: you've decided that it's time to realize a little profit 
from your woodworking hobby. Sure, you've probably 
sold things from time to time, but how about getting into a 
real production situation, making 10, 20, or more of a single 
item for retail sale? Great idea! But now comes the big ques- 
tion: What to make? 

All the information we've gathered points to the fact that a 
small-scale woodworking business simply cannot compete 
on a production basis with large factories. For this reason 
you should direct your efforts toward a limited production 
mode, making something that is different and unique. The 
most successful small woodworking businesses are those that 
fill a particular need, have a product with strong individual 
or regional appeal, and offer this “пар?” product at the 
right price. 

The temptation to make big profits from the sale of big- 
ticket items may be great, but unless you are in an unusual 
situation with a ready-made market willing to pay for these 
items, your best bet is to concentrate your efforts on small, 
low-cost items with a broad potential market. 

There are three important elements to consider in deter- 
mining what an ideal production-for-profit project will be: 
Cost, time, and marketability. 

Very basically, your product must be reasonably easy to 
make in a fixed period of time and for a limited amount of 
money. It must be well-suited to construction and assembly 
with repetitive production operations, and as a rule, should 
not require extensive handwork, sanding, or finishing. After 
figuring in material, production, overhead, and related 
costs, the product should be marketable at a reasonable 
price. This final selling price must include a fair profit for 
yourself. Our research indicates that an ideal price range is 
from $6 to $15. You must sell on the retail level since, as 
noted earlier, a small woodworking shop cannot hope to 
compete on a cost-per-unit basis with a factory production 
operation. 

Finding the right product, one with that special appeal, is 
no easy task. Yet, from reader response to projects that have 
appeared in The Woodworker's Journal over the years, we 
have a fairly good idea of which projects will be most suc- 
cessful. The Clamdigger's Basket featured on page 44 should 
be a winner. It meets all the established criteria, including 
low material cost, adaptability to limited-run production, 
ease of construction and assembly, and minimal sanding, 
finishing, and handwork. We think that this project will have 
strong appeal since a similar clam basket, published in our 
old newsprint days (and therefore no longer available in back 
issue), is near the top of the list of all-time favorite produc- 
tion projects that have appeared in The Woodworker’s Jour- 
nal. Our only reservation is that perhaps this project may be 
more popular here in New England than in the Midwest or 
South, for instance. 
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However, in order to provide you with a variety of poten- 
tially successful ideas, we went over our back issue listings 
and pulled out a sampling of those projects which reader 
response had indicated were especially well liked. Most of 
these projects were selected specifically because readers had 
written in and said they made and sold many of each. 

The nine projects in the following list are available in back 
issues. Ordering information can be found on page 24. Be 
sure to specify both the project and the back issue. 


Nov-Dec "80 (Vol. 4 No. 6) Grain Scoop 

Jul-Aug ?82 (Vol. 6 No. 4) Toy Jeep 

Jan-Feb "84 (Vol. 8 No. 1) Veneer Bracelets 

Mar-Apr ’85 (Vol. 9 No. 2) Windspinner, Chinese Puzzle 
May-Jun ’85 (Vol. 9 No. 3) Colonial Wall Sconce, Card Box 
Jul-Aug ’85 (Vol. 9 No. 4) Stamp Dispenser 

Jan-Feb ’86 (Vol. 10 No. 1) Valentine Box 


The projects listed above cover a wide range and all are 
relatively easy to make. Although some require more hand- 
work, sanding, finishing and attention to detail than others, 
keep in mind that it is often the attention to the small details, 
and the addition of a ‘‘personal touch" that makes one item 
preferable to another in a potential buyer’s eyes. 

Before starting any project, plan everything. Since every 
additional woodworking operation adds time (and time is 
money), keep steps to a bare minimum. If the project can be 
built from standard thickness material and commonly 
available board widths, then you can often eliminate 
thickness planing, ripping, jointing and edge-gluing. With 
this thought in mind, we often design easy-to-build pine pro- 
jects around common 1 x 4,1 x 6,1 х 8,1 x 10,and1 x 
12 pine stock. Of course, the plan must be developed with 
respect to the actual dimensions which, for a1 x 6, are Жіп. 
thick by 57 in. wide; fora 1 x 8, they're іп, thick by 7% 
in. wide, etc. 

When multiple parts must be band sawed from a single 
board, lay out carefully to make maximum use of the stock 
with minimum waste. Everytime you must stop to relocate 
———X!nÓ—— nÜ— 


There are three important elements 

to consider in determining what an 

ideal production-for-profit project 
will be: Cost, time, and marketability. 


the table saw fence, reset the dado head, or change from the 
dado back to a regular blade, more time is involved. Coor- 
dinate all operations for the most economical use of both 
material and time. 

Whenever possible, utilize jigs, templates, forms, power 
tools and accessories to speed repetitive tasks and eliminate 
unnecessary handwork. Instead of rounding over edges by 
hand, for instance, use a bearing-guided round over bit. 
Where a band sawed form might require extensive hand 
sanding to remove band saw marks, use a template and the 
router instead to clean up the edges. It might take a little 
longer at first to make the template, but by the time you have 
completed the twentieth piece, chances are you will have 
saved hours overall. Be creative, innovative, and don't be 
afraid to try something different. Good luck, and happy 
(and profitable) woodworking! wy 
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Distinguish Your Fine Workmanship 
With Your Own, Personal 


BRANDING IRO 


For Hard and Soft Wood 


Available with your: 
* Initials 


ж Name—w/wo Address 
* Logo * Choice of Wording 
Changeable date available 
for most units 

е Fast heating 

е Easy to use 

е Choice of sizes 

е Most orders shipped 


GUARANTEED 


Call or write for free brochure 
NOVA TOOL CO. 


4533 Colfax Circle, Dept. МЈ 
P.O. Box 29341, Lincoln, NE 68529 
(402) 464-0511 


NEW, SELF-FEEDING 
Model #B-12 Brush Head 


replaces hand sanding 
on all types of shaped 
surfaces including 
mouldings, furniture, 
and carvings. 


Write for brochure and price list. 


бай Pite MFG. COMPANY Dept. WJ-7 


1611 NORTH SHEFFIELD AVENUE + CHICAGO, ILL. 60614» 312/642-7287 


THE DOOR SHOP" 


$ The original Ogee DOOR SHOP™ as featured 

~ in WOOD MAGAZINE (MAY/JUNE 85) is 
complete with stile & rail, slot & 
panel raising bits for the 7/4” 
chuck router. Bits are carbide 
tipped & ВВ & will make 2/4” thru 
214" thick raised panel doors. Door 
Shop'" & Manual $89.50 ppd. The 7/2” 
shank Door Shop '" now available. 


The 35 page DOOR SHOP '" MANUAL is clearly written and beauti- 
fully illustrated with over 156 detailed drawings covering the com- 
plete process of door building. Each section covers proper methods 
and exact set ups for the router, including how to recognize and cor- 
rect for errors. There are sections covering Design, Lumber selec- 
tion, Measuring. Panel Raising, curved & straight Rail and Stile 
cutting & fitting, Guides, Clamping, Gluing and Finishing. This is the 
most comprehensive manual out today. When purchasing the Door 
Shop™ manual for $5.00 you also receive Zac's 32 page Router bit 
and Shaper cutter catalog free. $5.00 rebated with purchase of our 
Door Shop ™ or Panel Raiser™ bits. 


Zac's carbide tipped PANEL RAISER ™ router bits come in З styles; 
ОСЕЕ, COVE, & PROVINCIAL. All "2" shank bits are 312" in diam., 

with BB & give a full 1%2"(@>>—)yraised panel. $99.50 (1 
ppd. All "4" shank bits аге 2" in diam. & give a 1" or larger 
raised panel cut. $65 ( ppd. 


TO ORDER 
CALL 800- IN NY 212- 
441-0101 947-4496 


ZAC PRODUCTS INC. 533 West 34th Street NYC, NY 10001 


一 WOODWORKERS 一 
WRITE FOR FREE INFORMATION 
We һауе two high interest items for woodworkers. If 
you would like more information on each, please use 
the coupon below or print your complete name and 
address on a sheet of paper. 


Gentlemen: 

Please send me complete information on how! 
may obtain the following. | understand that | 
am under no obligation whatsoever. 


1. How to use simple mass production tech- 
niques to make and sell wooden gift items, 
including how to produce the jigs and fixtures 
needed inexpensively from ordinary plywood. 


2. How to select the best buys in power tools, 
including both hand held and stationary tools. 


Name 
Street 
City, State, Zip 


П Please send free of charge 
(allow approximately 4 weeks shipping) 
О | am in a hurry. Send first class тай, 
$1.00 enclosed. 


For complete information send this coupon to: 


JM PUBLICATIONS, INC. 
Р.О. Box 1408, Dept. WJ786 
Hendersonville, TN 37077-1408 
(615) 822-0857 


— D 


LIKE A FREE ‘SUB’? 


The Woodworker's Journal is looking for new hardware 
and hardwood stores, book and hobby shops to carry our 
magazines and books on a regular basis. If you have a 
favorite woodworking haunt you'd like to recommend, 
just send us their name and address. 


We'll contact them and if they sign up we'll send you (or a 
friend) a FREE year's subscription to WwJ — on us! 


I recommend: 


Company Name 


Owner/Manager (if known) 


Street 

City State. Zip. 
жож ж 

Му Мате 

Street 

City State. Zip. 

Current Subscriber Yes No 


(To send, use the envelope bound in this issue.) 


Thanks for your help! 
Lynne Walton, Circulation 


Restoring Antiques 


More About 
Warped Boards 


by John W. Olson 


A: discussed in my two previous columns, wood is made 
up of hollow cells which expand as they absorb 
moisture and shrink as they dry out. A board with more 
moisture on one side than the other will probably warp 
because the cells on the side with the greater moisture expand 
more than those on the opposite side. This type of uneven 
moisture content is the cause of most warp, and it can usually 
be solved by techniques that involve wetting or drying one 
side or the other to balance the moisture. Last issue in this 
column, 1 talked about several of those techniques. 

However, uneven moisture content by itself is not always 
what causes a board to warp. A tree normally grows 
reasonably straight up and down, but for various reasons 
some will grow with a distinct tilt or lean to one side. As a 
leaning tree grows, stresses develop in the wood fibers of the 
trunk, and boards cut from that trunk will include those 
stresses. When combined with uneven moisture content, 
such stresses often create a warping problem that can't be 
solved by the usual methods. Generally, the answer is to use 
some sort of mechanical means to physically straighten the 
board, or to relieve the internal stress by removing some of 
the stock. 


Cleats 


One or more wooden cleats screwed to the stock can be an 
effective way to deal with a stubborn warp problem. They 
are commonly used to flatten wide tabletops and carcase 
sides. 

There are several things to consider before cutting the 
cleat stock. Since the warped stock is pulled to the cleat, you 
will need a flat cleat to make sure that you end up with a flat 
surface. Also, the cleat must be strong enough to straighten 
the board without itself bending. Try and locate the cleats 
where they are least likely to be seen. If one large cleat looks 
unsightly, try substituting two or more smaller ones as their 
combined strength can be just as effective. Before assembly, 
I like to chamfer the exposed corners and sand all sur- 
faces thoroughly, then apply a final finish that matches 
the piece. 

Don't use glue if the cleats are installed across the grain (as 
is usually the case) and be sure to slot the screw holes. The 
stock must be free to expand and contract with changes in 
humidity. 


Rods 


Ionce encountered an old bench with a seat that refused to 
remain flat. The seat measured 1% in. thick by 14 in. wide by 
about 32 in. long. Cleats would look unsightly so I felt 
another technique was in order. 

The seat was clamped flat then, using a long № in. 
diameter drill bit, I bored three holes along the 32 in. seat, 
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опе 8 in. from each end and one at the centerpoint. Each hole 
was centered on the 14 in. thickness. Starting at the back 
edge, I bored across the 14 in. width, stopping at a point 4 
in. from the front edge. Then, in each of the three holes, I in- 
serted a # in. diameter by 13 in. long steel rod. The rods flat- 
tened the seat quite nicely. A 4 in. diameter by И in. long 
plug was then glued into each hole to conceal the rods. 

I also used the same trick successfully on а '%¢ in. thick 
drop-leaf on a cherry table. Apparently, the leaf had some 
internal stresses set up by the presence of two large knots and 
some crooked grain. I could straighten it by adding moisture 
to one side, but it would return to a cupped condition when 
completely dry. Three % in. diameter steel rods solved the 


problem. 
Kerfing 


Another method that sometimes works is to cut kerfs on 
the back side of a board after it has been straightened. The 
kerfs may be cut with a table or radial arm saw or a router. 
They should be no more than И in. wide and extend into the 
board not more than two-thirds to three-quarters of the total 
thickness. The kerfs can be % in. to И in. apart. 

Care should be taken not to overly weaken the board by 
cutting too deep or cutting too near the sides and ends. To be 
successful, the board will have to be clamped in the flat con- 
dition for at least several days, perhaps up to a couple of 
weeks. This will allow the wood exposed in the kerfs to 
stabilize. Be sure to leave most of the kerfed area uncovered 
SO as to let air fully circulate. 


Ripping 

Where feasible, badly cupped, twisted, or curved stock 
can sometimes be straightened by ripping the board into 
several narrow strips. The sawn edges of these strips are 
jointed square, then all the strips are edge-glued back 
together in their original orientation. 

To edge-glue, apply a thin coat of glue to the mating sur- 
faces and clamp firmly with bar or pipe clamps. Use clamp 
pads to protect the stock. A pair of waxed cleats clamped 
across the grain on each end will keep the surfaces from slip- 
ping out of alignment when clamping pressure is applied. Set 
aside and allow to dry overnight. 

Keep in mind that each ripping cut will remove about И in. 
of stock (А in. for the saw kerf plus two Ив in. jointer cuts) 
50 the reassembled board will be narrower than the original. 
How much narrower depends on how many ripping cuts you 
need to make. It may be necessary to add an additional strip 
to get back to the original width. 

Extensive planing of the top and bottom surfaces can 
often be counterproductive because a good grain match 
becomes increasingly difficult as additional stock is re- 
moved. This problem is likely to occur if the glued board is 
flattened on one side using the jointer, then run through the 
thickness planer to flatten the other. You'll probably be bet- 
ter off using a hand plane and taking light cuts. It may takea 
bit longer but you'll have a better grain match when finished. 
Before planing, use a sharp chisel to clean off any excess glue 
that may have squeezed out and dried. 

Warped boards regularly show up on old (and sometimes 
new) furniture, but as we've learned, there are a number of 
relatively simple and inexpensive ways to deal with the prob- 
lem. Hopefully you'll keep them in mind next time you have 
a board with a bend that shouldn't be there. Wy 
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===" SPECIAL SUMMER $2.00 OFF SALE 一 SEE BELOW === 
CARBIDE TIPPED ROUTER BITS 

PROFESSIONAL PRODUCTION QUALITY 

SPECIAL OFFER — SAVE 50% - 75% BELOW COST 


BEST CUT р LARGE|CUTTING 
DESCRIPTION | RADIUS | DIAM. LENGTH | PRICE 


BEST PRICE 


ROUND OVER 
1/4“ В 
3/8"R 
1/2"R 


ROMAN OGEE 
5/32"R 
1/4"R 


3/8" 
RABBETING 


Deep 
3/8" 


1/8" IKERFI SLOT CUTTER 
1/4" (KERF) SLOT CUTTER 


46° cHAMFER| 45° 
Angle 


RAISED PANEL| 20° 


OOVETAIL BITS 
3/8" povetan 9° 
1/2" povetan 14° 
3/4" povetan 14° 


CORE BOX {ROUND NOSE) 
3/8" core вох!3/16“ 

1/2" core вох|1/4" 
3/4” cone вох|3/8” 


GROOVE FORMING OGEE 
1/2" GROOVING OGEE 
3/4" GROOVING OGEE 


1/4" Straight Bit 
5/16" Straight Bit 
3/8" Straight Bit 
1/2" Straight Bit 
3/4" Straight Bit 


[vr канти [эк | ке 


Key 
Hole 
''KEY HOLE CUTS3/8" KEY HOLE FOR 
? ae Bi sat HOLE FLUSH MOUNTING 
PICTURE FRAMES. ETC. 


WHEN ORDERING ANY 3 OR MORE, DEDUCT $2.00 EACH* 
ALL PRICES POSTAGE PAID “OFFER EXPIRES 8/25/86 
е Professional Production Quality ө 1/2" Ball Bearing Pilot 
е 1/4" Diameter Shanks x 14" Long e One Piece Construction 
е Two Flute Thick High Quality Tungsten Carbide Tips 
зан To order by Master Charge or Visa Toll Free зе 
7 Day — 24 Hour Order Service Call 
1-800-523-2445 Ext. 56 (In PA 1-800-346-7511 Ext. 56) 
or send check to: MLCS, Box 53J, Rydal, PA 19046 


Flush 
Trim. 
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NEW! High-Precision 
SCROLL 
SAW 


ATA 
SENSIBLE 
PRICE! 


30-DAY FREE TRIAL! 

Use this high-precision saw to make hundreds of 
profitable, unusual items. . . toys, name-bars, filigree 
work, clocks, holders . . . the list is nearly endless! 
Because the Model 1600 cuts so smoothly, sanding 
is virtually unnecessary! 

The new Woodmaster Model 1600 gives you a big 
16-in. throat capacity, 2-in. cutting depth, a generous, 
oversize worktable, ball-bearing drive. . . and much 
more! Made in U.S.A. Easy Terms. 


Send today for free information kit! 


Phone Toll Free 1 (800) 251-4888, ext. 2613 ; 
Г Woodmaster Tools, Dept. CD13 
2908 Oak, Kansas City, MO 64108 


1 
! 
1 Мате 
1 
1 
1 


Address 
City/State 
L 


=> 
ве. 


Our Rocking Horse has a padded saddle & 
flowing mane. Не" 36 x 25 and easily made 


from our full-size plan. Ріап-245..... 57.00 


Toddlers love riding 
Charlie Horse. He is 
11 x 22x 26 high & 
easily built of pine. 
Plan-335 ...... $4.50 


Jib Crane swivels on 
ball bearings and has 
two working hand 
controls. Height 24'" 
Plan-319........ $4.00 


Our great collection of five toy vehicles is 
easily built with hand & power tools. Trailer 
is 18" long & 7" tall. Plan-18004..... $8.50 
Add postage 50g per plan. NY Res. add tax. 
Catalog $1.00—Free with plans. Phone (516) 462-6228 
We accept Visa & MasterCard orders if over $15.00 


ARMOR. Dept.H. Box 445. E. Northport, NY 11731 
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The Beginning Woodworker 


All About Router Bits 


Те тошег һа by most accounts 
become one of the two most im- 
portant woodworking power tools, 
second only to the table saw. In the last 
issue (May/June 1986), we examined 
router basics, including design and 
function. While the router provides the 
“‘muscle’’, there's no debate it’s the 
router bit that does all the work. In this 
feature, we’ll look into various types of 
router bits, illustrate what the more 
common bits are used for, and try to 
shed light on the question of high speed 
steel versus carbide. 


What to Buy 


Router bits are available for many 
different woodworking needs, from 
cutting straight grooves, to edge form- 
ing and specialty uses such as panel 
raising, slotting, flush trimming, and 
keyhole cutting. For the beginning 
woodworker, however, a set of the 
most commonly used bits will usually 
suffice. Various commercially sold sets 
range in price from as low as $12 for 
stamped steel to about $45 for high 
speed steel to several hundred dollars 
for top-of-the-line carbide. Later on 
we'll get into what bits you should in- 
clude in your starter set. First, though, 
let's put to rest the big question, 
“Should I buy high speed steel or car- 
bide?” Note that we don’t even con- 
sider the bottom end ‘‘stamped steel" 
bits. Their quality is so poor they will 
typically wear out, deflect, or burn up 
after a single use, and we strongly 
recommend against purchasing them. 

As for high speed steel (HSS) versus 
carbide, there's no debate that carbide 
is superior in nearly every respect. Our 
designer/craftsman, Phil Bacon, who 
uses his router bits regularly, points 
out that carbide lasts about 40 times as 
long as HSS, cuts cleaner longer, does 
not burn, and represents a better value 
for your woodworking dollar. Certain- 
ly for a full-time woodworker such as 
Phil, this is true. 

But what about the beginning or 


part-time woodworker, who might use 
a particular router bit for a project he 
is working on now, and then not have 
need for the same bit for several 
months? We may be going out on a 
limb here, but our recommendation 
for the occasional woodworker on a 
limited budget is HSS. Yes, we realize 
that the HSS bits will wear out quickly, 
and at some time or other we've all had 
the loathsome task of sanding out the 
burn marks left by a dull HSS bit. If 
you only use a given bit occasionally 
though, why have a small fortune in 
carbide router bits lying idle in a 
drawer? Of course, if there are one or 
two bits that you use frequently, these 
can be purchased individually in car- 
bide as you need them. 

As for cost, you can expect to pay 
anywhere from $2.50 to about $8.00 
for HSS bits, and from $6.00 to $40.00 
for carbide bits. The wide price varia- 
tion in carbide bits is due mainly to the 
cost of tungsten carbide and the dif- 
ficulty in machining the bits with 
curved cutting edges. A small straight 
or dovetail carbide bit will cost under 
$10.00, for instance, while a large ball 
bearing guided cove cutter will fetch 
closer to $40.00. For those bits that re- 
quire them, the ball bearing guide 
represents a fair portion of the cost. 

As noted earlier, carbide is the ob- 
vious choice for the woodworker who 
uses the router on a regular basis. The 
tungsten carbide alloy used in carbide 
bits is nearly as hard as diamonds, and 
will not burn in normal duty. When 
buying carbide bits, check both the 
thickness of the carbide and the grind 
or ''finish" оп the cutter edges. 
Thicker carbide indicates a higher 
quality bit, while a polished mirror 
finish on the sharpened cutting edge 
will insure the smoothest possible cut 
on your work. 

Phil also notes that serious wood- 
workers should consider buying the 
larger № in. collet router, and № in. 
shank router bits. The larger shank 
diameter reduces chatter and is less 
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likely to snap off, resulting іп а 
smoother, cleaner cut, and overall 
safer operation. 


Types of Bits 


Depending on their type (carbide or 
HSS), router bits used for edging are 
what we call piloted, or bearing- 
guided. Additionally, some brands 
have interchangeable arbors. With 
piloted HSS bits, the fixed pilot turns 
along with the bit. The disadvantage 
here is that should you pause for even 
an instant, the pilot will burn into the 
wood. This causes a corresponding 
variation in the depth of cut. With ball 
bearing guided carbide bits, the bear- 
ing rolls independently along the edge, 
but does not turn with the bit and 
therefore cannot burn the wood. Inter- 
changeable arbor bits are fine so long 
as you don’t lose any of the parts, and 
take great care to tighten the pilots 
properly. Should a bit come loose, it 
could cause injury. 

The types of router bits can be 

roughly divided into four categories: 
Straight Cutting, Groove Cutting, 
Edging, and Specialty Bits. 
Straight Cutting — Straight cutters are 
used to rabbet, cut a square or rec- 
tangular groove, or plane an edge. 
They are usually used with an edge- 
guide or fence. Single flute cutters are 
fast, but a double flute bit will make a 
cleaner cut, as will the stagger-tooth 
double flute design. Spiral flute bits 
will also leave a very smooth cut. 
Straight cutters are available in sizes 
from Яв in. to И ш. The smaller sizes 
are used for marquetry and inlay work 
and for cutting spline grooves. 


Groove Cutting — Groove cutting bits 
include veining, ogee, V-groove, core 
box, panel-raising, and ропи-сш 
quarter round bits. These bits, like the 
straight cutters, cannot be piloted or 
bearing-guided, and are therefore 
usually used with a guide or fence. 
They can also be used freehand, such 
as for creative sign work, or in con- 
junction with a router guide bushing 
and template. Most of the groove cut- 
ting bits are used to add decorative 
details. 

Edging — Edging bits have a pilot or 
ball bearing guide, and are used to cut 
into, mold, or shape an edge. They in- 
clude the round-over or corner round, 
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cove, beading, Roman ogee and 
chamfering bits, and are mainly used 
to apply a decorative edge. Note that 
some of these bits are used in various 
combinations to form more complex 
or unusual decorative edges. The cove 
and round-over bits can also be used to 
make the “гше joint" (see Special 
Techniques, July/August 1985). 
Specialty — Special purpose bits in- 
clude the dovetail, keyhole, rabbeting, 
flush trimming, slotting, and raised 
panel cutters. Dovetail bits are used for 
cutting dovetails in drawer, carcase 
and box construction, and the rab- 
beting bit is used for cutting all types of 
rabbets into edges and ends. The flush 
trimmer is used for flush trimming 
veneers or laminates, and the slotting 
bit (sometimes called wing cutter) is 
most often used for cutting spline 
grooves. Raised panel cutters are used 
to form decorative edge raised panels, 
and the keyhole bit cuts a neat blind 
slot for hanging shelves, picture 
frames, mirrors, cabinets, and other 
wall-hung pieces. 

Various other specialty bits, for butt 
hinge mortising, carving, edging, and 
working with laminates are also 
available. 


Notes: Though they may perform 
fairly well in pine, HSS bits dull quick- 
ly in hardwoods and plywood, and will 
not cut particleboard. Having several 
sizes of interchangeable ball bearing 
guides will substantially increase the 
capabilities of your bearing guided car- 
bide bits. 


Starter Set 


With so many different router bits, 
and given the broad field that wood- 
working comprises, it is difficult to 
pick out those bits that should be in- 
cluded in a basic starter set. Depending 
on your particular area of interest, you 
may in fact only require certain bits. 

The following list was compiled with 
the general-purpose woodworker in 
mind. It includes the router bits that we 
use most frequently in our shop, and in 
our opinion represents a fairly com- 
prehensive starter set. As noted earlier, 
the choice between HSS and carbide 
will depend on your level of interest, 
and the frequency of use. 


(continued on next page) 


DO-IT- 


YOURSELF KITS 
BUILD YOUR OWN GRANDFATHER CLOCK 


Prices Ф 
ЫЛ $280 
Under 


(including movement and dial) 

е Do-it-yourself case 
kit, parts pre-cut 

e Finished clocks 

Solid 3/4” hard- 
woods: black 
walnut, cherry, oak 

* Heirloom quality 

* Factory direct prices 

e Solid brass West 
German chiming 
movements 

Money back 
guarantee 

* Prompt shipment 

* No woodworking 
experience 
necessary 


WRITE FOR 
FREE COLOR 
CATALOG 


CLOCK COMPANY 
WORLD'S LARGEST MANUFACTURER 
OF GRANDFATHER CLOCKS 
Dept. 2024, Emperor Industrial Park 
Fairhope, Alabama 36532 е Phone 1-205-928-2316 
Гат interested іп CI Do-It-Yourself Kits 
О Finished Clocks 


Name 
Street 
City 


State Zip. 
(please print) 


MADE IN 


„ NEW! POWER-FEED 
U.S.A. „ 24 


DRUM 


SANDER 


FREE 
TRIAL! 


26 in. 
models 


A Thickness Sander 
You can use this high-tolerance machine for light dimen- 
sioning as well as the finest finish work. Because stock is 
power-fed at a uniform rate, you'll achieve results impos- 
sible to duplicate with hand methods or hand-held sand- 


А Finish Sander. 


ers. Dimensions remain exact... no more low spots, 


waves or cross grain marks! 


Improves Results! 
Use the Woodmaster to dimension and finish-sand 
cabinet pieces, resawn stock, paneling, grandfather 
clocks, toys, tabletops, knees, burls, crotches, and much, 
much more! You'll soon find it's one of the most valuable 
tools in your shop! 


30-Day FREE Trial! 


Send for Complete Facts! See how you can use the Wood- 
master Drum Sander in your own shop for 30 days com- 
pletely without risk! Easy terms. 


Call Toli-Free Today 1(800) 251-4888, ext. 2821 


7 Wenimaster fons, Dep. DR2T 2808 Oak пт 
Kansas City, MO 64108 


| Please rush my FREE Information Kit and 
DIY ES! details on your 30-Day Free Trial Guarantee. 


Name 
Address а — 


Hand Crafted Desk by Oregon Fine Jolntery. 


TUNG OIL 
with 
URETHANE 
for greater 
durability 


кае 


Г 
L 


WE HAVE: 


CLOCK MOVEMENTS “№ 
MUSICAL MOVEMENTS : 


LAMP PARTS 

ELECTRICAL PARTS 

DESK PENS . . . AND 
OUR BIG 464 PAGE 
CATALOG HAS 
THOUSANDS OF 
OTHER HARD TO 
FIND CRAFT AND 
HOBBY SUPPLIES 


CATALOG ONLY $4.00 | 
1, refundable with your order. |В 


23456 MERCANTILE ROAD e DEPT WJ486 
BEACHWOOD. OHIO 44122 е PHONE (216) 292-4944 


Starter Set 


И, И, and И in. Straight 
Cutters, one each 


И, И in. radius Round Over, 
one each 


% in. Core Box, one 

Ж in. radius Cove, опе 

М in. radius Roman Ogee, one 
45 degree Chamfering, one 

% in. Rabbeting, one 

% in. Dovetail, one 

Slotting or Wing Cutter, one 
(available only in carbide) 
Flush Trimmer, one (available 
only in carbide) 


General Care & Sharpening 


Care of router bits is extremely im- 
portant if you expect them to perform 
as intended for as long as possible. Bits 
should always be stored so they are 
prevented from bumping against each 
other or into anything else. We have 
constructed a practical closed plywood 
box for all our bits. Never simply store 
loose bits in a drawer, can, or jar, and 
never drop a router bit. Carbide, 
because of its hardness, will chip or 
shatter if dropped on a hard surface 
such as the saw table or a cement floor. 

Clean router bits will cut smoothly, 
while a pitch or resin buildup may 
cause bits to burn. Spray-on oven 
cleaner can be used to remove any 
pitch or resin. 

Although much has been written 
about sharpening router bits, we don't 
recommend do-it-yourself sharpening. 
When our router bits become dull (a 
rare occurrence with carbide), we send 
them out to a professional sharpening 
service at about $5.00 per bit. The pro- 
fessionals have the right equipment, 
and the bits come back as sharp as 
when new. As for sharpening HSS bits, 
given the cost it's probably cheaper in 
the long run to simply buy a new bit. 
This is no doubt the reason so many 
woodworkers have a collection of old 
and worn out HSS bits. Seems it's hard 
to throw those old bits out, even if they 
don't work anymore. Wy 


Straight Cutting 
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*Starred bits 
recommended for 
comprehensive 
starter set. 


BEADING BIT 


KOMAN CGIEE BIT 


* 
ЕРЕВАНЕ 


45°CHAMFER BIT 


DONETA\L 
ет 
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Special Purpose опа) 


Pilot Options 


KEY HOLE 
ET 


FLUSH TRIM 
вт 


5-улна SLOT- 
TING COTTER 


rs 


RAISED PANEL BIT 


HIGH SPEED 
STEEL CORSO 
PLOTED 


пан SPEED HSS) 
! ABLE 


РОТ + 
ARBOR, 


Ü 


CARBIDE TIPPED BALL 
BEARING GUIDED 


Planer Molder Saw 


Power Т о о LS 


Feed їп 
| = 


© 


Now you сап use this ОМЕ power-feed shop to turn 
rough lumber into moldings, trim, flooring, furniture 
—ALL popular patterns. RIP-PLANE-MOLD . . . sepa- 
rately or all at once with a single motor. Low Cost 

- You сап own this power tool for only $50 down. 


; SEND FOR 
30-Day FREE Trial! ExciTING Facts 
NO OBLIGATION-NO SALESMAN WILL CALL 


RUSH COUPON FOLEY-BELSAW CO. 
7 


90842 FIELD BLDG. 
KANSAS CITY, MO. 64111 


== 


г 


1 Foley-Belsaw Со. 1 
Г 90842 Field Bldg. 1 
1 Kansas City, Mo. ЕТІ ! 
10 Y S Please send me complete facts about ү 
1 PLANER- MOLDER — SAW and 1 
р details about 30-day trial offer. ! 
1 Name II H 
П 1 
1 Address. Е 
icity, H 
1 1 
ОЧЕН рии анаа 


ЧЕ YOU BUY А 


У WOODWORKING 
| _ MACHINE 

| SOMEWHERE 
ELSE YOU'LL 
PROBABLY PAY 
TOO MUCH." 

J. Philip Humfrey 


Every ‘General machine receives and is shipped 
with Humfrey’s all-points inspection report. 


#350 #1801 
10” ТаЫе Saw 6" Jointer 
" 
$1345. $765, ечи 
3 HP motor, Magni itch 1HP motor, Manual switch 
#160-2 #490-1 
Variable Speed 15" Bandsaw 
Lathe c/w Base 
= 
51095... 5845. от 
1 HP motor, Manual switch 1 HP motor, Manual switch 
SIMILAR SAV N OTHER GENERAL MACHINES 
J. Philip Humfrey Ltd. 


We sell more General year after year - the 
reason is value - we satisfy our customers! 


CATALOG $2.00 (Refundable from order) | 


"иша | 321 KENNEDY ROAD, UNIT 7 
(EA) SCARBOROUGH, ONTARIO MIV 29 à 


Special Techniques 
ddTheSliding Dovetail Joint | 


һе physical qualities апа сһагас- 

teristics of solid wood сап рге- 
$епї avariety of problems, particular- 
ly іп the construction of carcases, 
cabinets, and shelves. When members 
must be joined at right angles, or 
perpendicular to each other, no mat- 
ter what type of joint is used, the pro- 
blem of end grain is significant, 
thereby severly limiting the effec- 
tiveness of any glue joint. 

With limited glue strength, 
mechanical and other means must be 
used to provide the required stability 
within the joint. Dowels, screws and 
plugs, and mechanical devices, such 
as threaded inserts, are some of the 
available options. 

For fine furniture, contemporary 
work, or in any project where the in- 
tegrity of the joint is important, but 
plugs or mechanical means are not 
desirable, an ideal alternative is the 
sliding dovetail joint. 

The sliding dovetail is essentially a 
single long dovetail which is slid into 
a corresponding dovetail mortise. 
Depending on the particular applica- 
tion, the dovetail may either be 
“through” or ‘‘stopped”’ (see Fig. 1). 
The through dovetail is visible at the 
front, and makes an attractive detail 
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on certain types of work. It is also 
easier to cut than the stopped 
dovetail, since no hand chisel work is 
required. The stopped dovetail would 
be the obvious choice in contem- 
porary projects or anywhere a clean 
look with no exposed joinery is 


preferred. The handsome contem- 
porary wall unit featured on page 31 
of this issue makes use of the stopped 
dovetail. 

Although the sliding dovetail pin 
and groove can be cut in several dif- 
ferent ways, including on the table 
saw, with the radial arm saw, or by 
hand, the most accurate way to ac- 
complish the cuts is with a router, the 
router table, and a dovetail bit. The 
dovetail bit provides an exceptionally 
clean cut, and will result in a tighter 
fitting joint than hand or other 
machine cutting methods. 

For this feature we'll concentrate 
оп И in. and И in. dovetail bits, with 
И in. shanks. Larger И in. and 1 in. 
dovetail bits are available, but 
because of their size they have № in. 
shanks, and require larger, more 
powerful (and expensive) routers to 
accommodate the № in. shank size. 
Note: Our designer/craftsman, Phil 
Bacon, emphasizes the importance of 
selecting carbide-tipped instead of 
high-speed steel dovetail bits. Phil 
points our that ‘‘carbide will last, on 
average, about 40 times as long as 
high-speed steel." Although most 
carbide-tipped router bits are priced 
at three to four times the cost of 
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similar high-speed steel bits, their іп- 
creased cost is primarily because of 
the high cost of tungsten carbide, and 
the fact that many carbide bits 
feature ball-bearing pilots. Dovetail 
bits have no bearing or pilot and, 
being fairly small, they require only a 
small amount of carbide. Carbide- 
tipped dovetail bits are only about 25 
percent more expensive than high- 
speed steel dovetail bits. Given the 
numerous advantages of carbide over 
high-speed steel (see The Beginning 
Woodworker feature on page 16), 
and this relatively modest price dif- 
ferential, we strongly recommend the 
purchase of tungsten carbide-tipped 
dovetail bits for this technique. 

The sliding dovetail is primarily a 
mechanical joint. The long dovetail 
cut into the end of one board (usually 
the horizontal member or shelf) locks 
into the corresponding dovetail 
groove cut into the piece which it is 
perpendicular to (usually the vertical 
member or side). Because the strength 
of the joint is directly related to the 
accuracy with which both mating 
pieces are cut, all work should be 
precise. 

As with many aspects of woodwork- 
ing the sliding dovetail joint is not in 
itself complicated. However, like cut- 
ting and fitting dovetails and box 
joints, or making frame and panel 
doors, there are finer points that must 
be understood if the joint is to fit up 
and assemble properly. For most of 
us, discovering these finer points is 
usually a process of trial and error re- 
quiring time and many practice pieces 
before all the kinks are worked out. 

The following step by step instruc- 
tions guide you through cutting the 
sliding dovetail joint. Remember that 
maintaining control of the router, pro- 
per feed pressure, and speed are im- 
portant, both when cutting the groove, 
and when feeding the stock through 
the bit on the router table. Selecting 
clear, even-grained stock will help 
avoid problems. 


Step 1: Bit and Stock Size 

The dovetail is measured from the 
widest part of the tail, as shown in 
Fig. 2A. The # in. dovetail bit is used 
with stock from И in. to % in. thick, 
while the И in. bit is used for stock 
from И in. to Жіп. thick. In practice, 
however, Phil points out that the 
stock should always be a little thicker 
than the widest part of the tail. This is 
because, if the stock is exactly the 
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desired tail width, and your router 
table fence settings are not perfect, 
you could end up with a little flat on 
one side of the tail and the tail slightly 
undersize. As shown in Fig. 2B, an in- 
itial fence setting that results in a cut 
a hair too deep will mean the fence 
must then be repositioned to compen- 
sate on the opposite side, resulting in 


the flat area. If the fence were not 
repositioned, the tail would be even 
narrower, resulting in a very sloppy 
fit within the corresponding dovetail 
groove. Dimensioning the stock a 
hair thicker than the intended tail 
width will provide a margin for error. 

Phil also stresses the need for the 
stock to be planed to a consistent 
thickness. This is because the router 
table cuts that form the tail will gauge 
off the router table fence. As il- 
lustrated in Fig. 2C, a thickness varia- 
tion will result in a corresponding in- 
consistent dovetail width dimension. 
Then, of course, the tail would not fit 
into the dovetail groove, which will 
be exact and consistent. Figures 2B 
and 2С show the № in. dovetail for 
purposes of illustration, however the 
principles involved will be the same 
for the % in. dovetail joint. 


DEAL CAN EON >. 
YAS SOES AS THe Of 
қаса ТАЈА 


Step 2: Cutting the Dovetail Groove 


The dovetail groove in the side 
member is cut first, because the tail is 
made to fit within the groove and test 
fittings will be needed. Although the 
length of the dovetail, and therefore 
the depth of the dovetail groove, can 
be adjusted to accommodate the 
thickness of the material used for the 
sides, keep in mind that the longer the 
tail, the stronger it will be. As shown 
in Fig. 3A, too short a tail will not 
provide sufficient strength; on the 
other hand, if the tail is too long, the 
sides will be weakened (Fig. 3B). The 
ideal compromise has the side 

(continued on next page) 
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material as thick ог somewhat thicker 
than the tail width (Fig. 3C). 

Locate the shelf position on the 
sides, check for squareness, mark for 
the dovetail groove, and clamp a tem- 
porary fence in place to guide the 
router. Set the bit depth and make the 
dovetail groove cut by moving the 
router from left to right as shown in 
Fig. 4. This will result in the dovetail 
cutter pulling itself into the fence, 
making for an easier and smoother 


cut. Note: For stopped dovetail 
grooves, a stop must be positioned so 
the groove is stopped the desired 
distance from the edge. With the 
stopped groove, the dovetail cutter 
should be backed out with the router 
on. Remember that guiding the router 
tight against the fence is every bit as 
important when backing out as it was 
while going in. The end of the stop- 
ped dovetail groove is finished by 
hand with the chisel. 7705: With the 
fence in place, you may wish to use a 
straight cutter to remove the center 
section of the groove before switching 
to the dovetail bit. Of course, the 
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straight cutter can be no wider than 
the neck of the dovetail groove at its 
narrowest point. Final sanding on the 
inside surface of the sides must be 
completed before the grooves and 
tails are cut. If the side is sanded after 
the grooves and tails are cut, the 
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shoulders will not fit flush (Fig. 5). 
Also, without readjusting the depth 
setting, use the router and dovetail bit 
to cut a dovetail groove into the end 
of a scrap piece for use as a guide in 
setting the router table bit height in 
the next step. 


Step 3: Cutting the Dovetail 


The dovetail is cut on the router 
table. As noted earlier, the stock 
thickness must be consistent. Make 
certain that the end is perfectly 
square. Set the dovetail cutter depth 
so that it will be equal to the dovetail 
groove depth. Rather than measur- 
ing, the best way to do this is to use 
the scrap piece made in Step 2 (see 
Fig. 6, “бес the Cutter Height”). 

After the bit height has been set, 
the fence must be positioned to 
achieve the proper dovetail width. 
The only way to accomplish this is by 
using scrap pieces milled to the same 
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thickness as the stock into which you 
will be cutting the tails. After cutting 
dovetails into a few test pieces you 
should have arrived at the correct 
fence setting. With the right setting, 
the dovetail will slide easily into the 
corresponding dovetail groove 
without either binding or being slop- 
py. Remember: Too loose and the 
joint will not be strong enough; too 
tight and with the addition of glue 
(which usually causes the wood to 
swell slightly), you will never com- 


plete the assembly. The ideal dovetail 
will be just a hair less in width and 
height than the corresponding groove 
width and depth (see Fig. 6). 

For stopped sliding dovetails, such 
as on our wall unit, the dovetail must 
be cut back as needed to match the 
stopped dovetail groove. 


Step 4: Glue Up and Assembly 


Phil notes that the final step, the 
assembly process, is the most critical. 
He points out that even if the dovetail 
fits easily within the groove when dry, 
there is a possibility that it might bind 
within the groove after glue is ap- 


plied, especially if too much glue is 
applied and if you wait too long 
before assembly, allowing the glue 
the opportunity to swell the wood. 

As illustrated in Fig. 7, apply the 
glue only to the front half of the 
groove and the back half of the 
dovetail. This procedure will make 
the assembly easier and reduce the 
chance of binding. Note also that the 
glue is applied only to the beveled 
sides of the dovetail and groove, since 
all other parts of the joint present a 
true end grain situation, and will 
therefore gain little from the addition 
of glue. Work quickly and use very 
little glue. Remember, since the 
sliding dovetail joint is mainly a 
mechanical connection, the glue is 
secondary. Tips: When sliding a 
dovetailed shelf or frame into a 
preassembled carcase, be sure to 
work both sides in evenly. With stop- 
ped sliding dovetails, apply glue to 
the stopped half of the groove and the 
opposite half of the tail. 

The sliding dovetail is an excep- 
tionally strong mechanical connec- 
tion and has many uses in woodwork- 
ing. Once you have gained some ex- 
perience with it, the little nuances of 
proper sizing, cutting, fitting, glue-up 
and assembly will become second 
nature, and you will use this joint 
with confidence. Wy 
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RYOBI TOOLS 
55004 3х572 Finish Sander... 


010008 38° VSR 0-1200 rpm бй. 91 
W540 714" 13 amp circular зам 158 
WHO 874 13 amp circular saw 171 
3560. 


8150 


YOUR ATTENTION PLEASE! 
АН Above RYOBI TOOL Prices 
теке Additionat 10% OFF Seto Prices 


MILWAUKEE TOOLS ust Sata 


magi 
Зв dril 3:3A 0-100 rpm. . 
Эв drill 3.3A 0-1000 rpm 


TSC band saw роп wicaso 382 

814" сис. saw 13 amp .. 

1014" 15 amp wicaso 

12" Chop saw 15 amp 

4200 АРМ..... 

мер Jig Saw 3.8 атр. 

glo sp Jig Saw 3.8 amp 

13 sheet HD Orb. sander. 

Va sheet HD orb. sander 

1\2 HP router 10 amp. 

2 HP router 12 amp. 
DRYWALL SHOOTERS 


8531 35 amp 04000 pm new. 18 
6747-1 45 amp 2500 rpm 
87501 45 amp 0-4000 pm 
NEW FROM RYOBI 
MODEL АР-10 — 10" Surface Planer 
WEIGHS ONLY 58 LBS. 
LIST 659.00 — 375.00 


MILWAUKEE Super Specials! 


* « BRAND NEW • è 


‘SALE. . .125.00 


Model 6145 — 4 1/2- Sander-Gnnder 
UST...139.00 SPECIAL SALE. . .85.00 
Go Cordless with MILWAUKEE 
#6305 — 614" Cordiess Circular Saw 
12 уой — 1 Hour Chargo 
Cuts (60) 2x4's (Pino) 

Ust Price 195.00 x SALE PRICE 119.00 
FREUD SAW BLADES 

. Bore 一 Professional Series 
CARBIDE TIPPED SAWBLADES 


— Industrial Grade 
CARBIDE TIPPED SAWBLADES 


RR 1986 | 


МАКІТА CORDLESS 
EFBTIVAL OF VALUES 


288 баеп 


За“ Angle Олї....... 
Зв” Drill w/Flashlight . 
Зв" 2 spd Driver Drill 
wiBat & Metal Case 
Зв” Dri w'Flursnt Lt. 1 
Cordiess Screwdrv: Kit 148 


DELTA 

BENCH TOP TOOLS 
Model List 
11-950 8" Bench Drill Press. 124 
28-160 10" Bench Band Saw 
40-508 15° Scroll Saw 
23-680 6" Grinder Bench 
23-880 8" Grinder Bench 


MAKITA TOOLS 

804510 — Sander. 

98008 — 3x21" bell sander 
99248 — 3x24 bel sander 
99MDB 3x24 bsand wbag 
14 shee! finish sander 
12 sheet finish sander 
14 shi fin. sand. wag 
438 сис saw 75 amp 
814 сис. saw 13 атр 
1014 circ. saw 12 amp 
430080 мар tig saw 3.5 amp 
4301BV orbvispyigsaw3.Samp 
1830009. 2 sp recip saw wicse 
183000 vs recip saw w'case. 


MAKITA TOOLS. 

SPECIAL PROMOTION 
18100 Мен 10° Mite Box... 348 
792210-7A Carbide Bid for above 

Biade Sharpener... 

60 (coarse) Grdg Whi 

1000 (med) Стад Whi 

6000 (tine) Стад Wht 


3144" planer wicase. 
3\47 planer wicase. 
За пр router wicase. 


HP1030W Зв v.: 


БЫША Му angle бай wiav.. 
041958-20 107 s sp. hammer 


T jaw - 8° Opening 
52100 9" Jaw - 13° Opening 
ЗМ Co. Respirators 
488500 Box of 50 - 10.00-Case ol 600. 
#556) Box of 15 - 13.50-Саво of 1801 


Corn 
...ів а good Rule to follow. 
Model STANLEY Usi Sale 
334116 PL316 За“ x16" Rule.. 15.85 7.50 
33320 Р1-320 Зи" x 20C Rulo 16.95 7.95 
33425 Р.425 1 x 26 Rule.. 18.95 855 
33-430 PL430 17x30" Rulo.. 20.95 945 


612) 224-4859 


nesota Са! 


CORNERS ACE HDW. Inc. 


SEVE 
216 West 7th St. > St. Paul, MN 55102 - Est. 1933 


1986 TOOL CATALOG AVAILABLE 


Call Toll-Free 1-800-328-0457 — In 
4 WAYS ТО BUY: CHECK — MONEY ORDER — VISA — 


“БАМ-АТНОН 
by PORTER CABLE 


#314 4V2 Trim Saw 
List 180 ...... SALE 109 


#351 612" Top нав 
List 161 . SALE 100 


#617 7a" Push нфо 
.SALE 56 


#31, пат ordo 
Ust 186 SALE 96 
#3681 814” Top Нае 
цит... SALE НО 
* BELT SANDERS 

by PORTER CABLE 
#363 —4'x24'wioBag 
Ust- 280 Sate - 185 
#362 — 4° x 24° wiBag 
Це! - 205 Sale -198 
#503 — 37 x 24° wBag 
Uist- 510 Sate - 350 


FREE DELIVERY то. 
48 STATES 


ST PRICED TOOLS 
ON EVERY ITEM 


TOOLS ON SALE 


AMERICA’S LOWE 


x PLUS — FREE FREIGHT > 


SUPER CORDLESS SPECIALS 
from BLACK & DECKER 


1980_Reviad) clutch Scrudnl 179 120 


BRAND NEW! SUPER SPECIALS 
from MILWAUKEE А. 


belt sander 4x24 wo bag 299 209 
$335 bell sander 4x24 w 319 24 
ONTEN CABLE С: NEW ITEMS + 


Driver 0-4000 Rev 
б 1 


77 НР. 65 amp. 

ТНР. 68 amp. 

РНР Ватр...... 
112 НР. D-Hdle 8 атр 
112 НР. Speedmatic 
Double Handle ......... 
ЦЕНР ие 
Double Handle 


3 HP. Production. 
3 HP. Micropressor 5-5) ж 


ж X-TRA SPECIALS ж 
MAKITA TOOLS ий 
80100. Cross Drill w'tashlight- 

charger & case... .. 
0Р3720 Зв dril Воч. 0-1800 pm 
GSIGLVA За dni! Rev. 0-1500 pm 
601388 1/7 Оп! rev. 6 атр.... 
5402A — 16- Circular Saw-12 amp 
2414 14- Си Of Saw-13 amp 
361298 
9401 


PORTER-CABLE 
695 НО. Shaper Table 
65 НО. 112 hp Router'Shaper 


1754 127 XHD. Опи В amp. - 
BOSCH TOOLS 


3x24" Belt Sander wbag 274 
4x24" Вей балдет..... 214 
4x24 Вей Sander wag 289 


“DELTA ust 
3400 Motorized Mitre-Box 231 


ж NEW LOW PRICES x 
PONY CLAMP FIXTURES 


Lots 
Model. ци Sate of 12 
#50 tor За“ Black Pipe 1123 7.15 79.00 
#52 tor 1⁄2” Black Pipe 936 6.10 67.50 


JORGENSEN HAND SCREWS 
dw 0 Bor 


JORGENSEN BAR CLAMPS 


STYLE 37 — 24" Throat М" x НА 


Who Has The Saws That Cut 
It Across The Board? 
BLACK & DECKER of course!!! 
Model WORM ORIVE SAWS List Sile 
3050 612" 12 amp - 4600 rpm 247 1 
3051 714 13 amp - 4300 rpm. 232 
3052 814" 13 amp - 4300 rpm 247 
SUPER SAWCATS 
3041-09 714" wibrake - 125 amp 226 
3048-09 814" wbrake · 13 amp.. 240 
BUILDERS SAW CAT 
3030 714713 amp - 5800 rpm . 155 
814 13 amp - 5800 rpm . 175 
7\47” 13 amp - 5800 rpm . 162 


3157-10 var'sp оф action Ghdl 、 

3153-10 varispood 4.54 0-3400. 

3159-10 2р orb action barrel grip 178 

сит SAW KITS 

3103.2 sp 6 amp-2400 strokes 163 
wisp 6 amp-2300 strokes 170 
visporb6A0-2300strokes 183 
Dni Bit Sharpener...... 289 

Таг dril 450 rpm 6 amp 

‘Sander... 


DRYWALL GUNS 
мал. 0-4000 грт....... 


“Door Openers” trom MAKITA 
95018 4" Grinder Kit. ....... 19 55 
2108 8744" Table Saw. 348 199 
5007NB 714: Сис. Saw 1% 9 


MILWAUKEE BUY OF THE YEAR 
Model 6385 一 714" Сисшаг Saw 
Ust $159.00 Sale $99.00 

Lots of 3 — $283.00 


Brand New - PORTER CABLE 
Model 7548 Top Hdle Jig Saw 
LIST 199 — SALE 129.95 
Model 7648 Barrel Jig Saw 
LIST 199 — SALE 129.95 


PORTER-CABLE 
НО v's bayonet saw wcase 255 
2sptgersawktBamp .. 193 
Мэр қағым kit 8 атр. 204 


BSEEBBEE 


а 


387 калчу уз del 52 атр 164 
327 киа hvy бпй 8 атр 210 
Versa-Plano Ка 419 


Porta Piene Ка 289 
DRYWALL SHOOTERS 
52 amp 一 2500 rpm 158 
52 атр — 0-2500 rpm 158 


АЕС POWER TOOLS 
Ші Sat 


Cless бопдги Brand New 59 
Cless Serwdrvr-190 ipm 98 


Bi 


Drywati Screwgun 0-4000 . 125 
Mr inso dn 3 бәле cev 85 
36 var sp дей 5 amp rev 125 
36 MamDnivspnd — 88 
Ме нат Dnl2sphd — 189 
Tech Drverw'sp 5 атр 150 
ТАС Снощи Saw 12 amp. 157 
Gr Sndr 20.000 0PM 14 sh 75 
Orb $п 25.000 ОРМ 12 sh 156. 
Orb Sndr 25.000 OPM могу 189 
Вей Sandervsp 3°42" 199 
553и02)у504 6Aw case 214. 
Reog Ord Saw 10 amp 229 
ROTARY HAMMERS 
РКЕ 1681 38 amp 58" capacity 
in concreto 


РН 210 
РНЕ 20 
PHD 26 
PH 38 


above — 
except var'sp 0-750. 418 
6.3 amp 1“ сараслу 
ап concrete. . 
in concrete. ..... 
All above complete with cases 


SKIL TOOLS 
551 


87 7147 Sklsaw 13А-бирег.. 
808 Віа" Skilsaw 13A-Super. 
2016-02 ао se Ом 


Брена Lil 


Vol. 4 №. 5 Sept-Oct 80: Cabinetmaker’s Work- 
bench, Cobbler’s Bench Coffee Table, 19th Cen- 
tury Cherry Table, Kitchen Utensils, Book Rack, 
Nuts & Bolts, Nutcracker, Walnut & Glass Bank, 
Schoolhouse Desk, Booster Seat, Articles: All 
About Wood Chisels; Being Your Own Salesman; 
Restoring a 19th Century Carved Table. 


Vol. 4 No. 6 Nov-Dec "80: 17th Century Mantle 
Clock, Toy Truck, Bud Vase, Grain Scoop, Letter 
Rack, Phone Memo Caddy, Toy Circus Wagons, 
Animal Puzzles, Library Stool, Quilt Rack, Ratch- 
et Table Lamp, 18th Century Trestle Table, Lathe 
Steady Rest, Articles: Lap Joints; Pricing Your 
Work; Correcting a Warped Top. 


Vol. 5 No. 1 Jan-Feb "81: 18th Century Wall 
Shelves, Hand Mirror, Cutting Boards, Tic-Tac- 
Toe Game, 18th Century Vanity, Shaker Pine 
Cupboard, Tenon Jig, Towel Ring, Matchbox, 
Corner Shelves, Contemporary Cabinet, Black 
Forest Clock, Shop Drawing Board, Articles: 
Veneering Basics; Selling Quality; Repairing 
Loose Joints. 


Vol. 5 №. 2 Mar-Apr "81: Child's Rocker, Band 
Saw Jig, Push-Pull Toy, Half-Round Table, 
Spoon Rack, Salt and Pepper Shakers, Calculator 
Stand, Anchor Thermometer, Plant Stand, Oak 
Writing Desk, 18th Century Chair Table, Shop- 
Built Handscrew, Articles: The Minimal 
Workshop; Submitting Plans to Magazines; A 
Finishing Tip for Matching Colors. 


Vol. 5 No. 3 May-June "81: 18th Century Sleigh 
Seat, Child’s Step Stool, Kiddie Gym, Flying 
Duck, Dominoes, Trouser Hanger, Mug Rack, 
Folding Sun Seat, Ship’s Wheel Table, Contem- 
porary Buffet, Articles: Enlarging and Transfer- 
ring Patterns; Selling at Fairs; Filling Wood Pores. 


Vol. 5 No. 4 July-Aug "81: Longhorn Steer, Bike 
Rack, Miniature Chest, Doll House Bed, Curio 
Shelves, Belt Rack, Rocker Footrest, Early Amer- 
ican Wall Shelf, Multipurpose Cabinet, Box Cut- 
ting Jig, Dish Rack, Articles: The Plain Rabbet- 
Miter Joint; Photographing Your Work; Restor- 
ing a Walnut Coffee Table. 


Vol. 5 No. 5 Sept-Oct "81: 18th Century Rudder 
Table, Musical Jewelry Box, Colonial 
Candlestick, Deacon’s Wall Shelf, Toy Hippo, 
Spalted Boxes, 18th Century Tavern Table, Router 
Jig for Stopped Dadoes, Articles: The Locked 
Miter Joint; Finding Used Equipment; Restoring 
Hitchcock Chairs. 


Vol. 5 No. 6 Nov-Dec 81: Old-Time Ice Box, 
Victorian Sled, Tile Clock, Wine Glass Holder, 
Mahogany Wall Shelf, Inkwell, Bagel Slicer, Seal 
Push Toy, Wooden Combs, Antique Knife Tray, 
Memo Cube, Fireplace Bellows, Contemporary 
Shelving, Weather Station, Shop-Built Bar 
Clamp, Articles: Frame and Panel Construction; 
Casework; Replacing Old Cane. 


Vol. 6 No. 1 Jan-Feb "82: Contemporary Sofa 
Table, Artist’s Easel, Candle Box, Laminated 
Box, Butcher Block Knife Rack, Frog Pull Toy, 
Infinity Mirror, Japanese Style Table Lamp, Em- 
pire Footstool, Desk Caddy, Stepped-Back Hutch, 
Buckboard Seat, Latticework Cutting Jig, Ar- 
ticles: Working with Plywood; Insurance for the 
Workshop; Some Thoughts on Glues and Gluing. 


Vol. 6 No. 2 Mar-Apr "82: Early American 
Blanket Chest, 18th Century Corner Shelf, Pine 


Issues 
are $3.00 each 
ppd. To order 
use the form 
included in | 
this issue. 


ші 


Footstool, Cheese Cutting Board, Napkin Holder, 
Trivets, Coaster Set, Pierced Tin Cabinet, Hutch 
Clock, Oak File Cabinet, Mahogany Tripod 
Table, Wall Hung Plant Bracket, Articles: 
Methods of Producing Thin Stock; Some 
Thoughts on Selling; A Pseudo-Colonial Spanish 
Chair: Part I. 


Vol. 6 No. 3 May-June '82: Country Kitchen Cab- 
inet, Rough-Sawn Cedar Clock, Swinging Cradle, 
Toy Helicopter, Casserole Dish Holder, Ship’s 
Wheel Weather Station, Octagonal Planter, Tam- 
bour Desk, Band Saw Boxes, 19th Century Step- 
Chair, Sailing Ship Weather Vane, Articles: Bench 
Hooks and Shooting Boards; Bookkeeping: Part 
I; Pseudo-Colonial Spanish Chair: Part II. 


Vol. 6 No. 4 July-Aug ’82: Dovetailed Footstool, 
Toy Chest, Plant Stand, 18th Century Lawyer’s 
Case, Frame and Panel Joint with Decorative 
Bevel, Collector’s Plate Frame, Toy Jeep, Trestle 
Table and Bench, 19th Century Danish Wash- 
stand, Contemporary Wall Valet, Articles: 
Cabinet Scrapers and How to Use Them; Book- 
keeping: Part II; Finishing Tips. 


Vol. 6 No. 5 Sept-Oct "82: Early American Hang- 
ing Corner Cupboard, Breakfast Serving Tray, 
Veneered End Table, Chess Table, Chest of 
Drawers, Contemporary Writing Desk, Whale 
Toy, Laminated Shoehorn, Spaghetti Measure, 
Candle Holder, Horizontal Boring Jig, Cane Sup- 
pliers, Finishing Suppliers, Articles: Pinned and 
Wedged Mortise and Tenon Joints; The Craft 
Market; More Finishing Tips. 


Vol. 6 No. 6 Noy-Dec "82: Lyre Clock, Geodesic 
Lighting Fixture, Sawhorse Dining Table, Oak 
Desk Clock, Shaker Wall Shelves, Old-Time 
Radio Case, Cider Press Lamp, Contemporary 
Hanging Light Fixture, Firewood Rack, Toy Tool 
Box, Christmas Tree Ornaments, Willie and Tuna 
Push Toy, Woodpile Trivet, Circle Cutting Router 
Jig, Articles; All About Box Joints; Don’t Sell for 
Less than Cost; Finishing Tips. 


Vol. 7 No. 1 Jan-Feb ’83: Workshop Tote Box, 


Tinsel-Art Mirror, European Spinning Wheel, Key 


Tool Cabinet 
Nov/Dec '84 


Toy Top 


Holder, Dump Truck Toy, Bang-a-Peg Toy, Puz- 
zle, Wall Cabinet with Reverse Glass Stencil, End 
Grain Table Lamp, Butler’s Tray Table, Contem- 
porary Clock, Pine Cabinet, Articles: Miter and 
Spline Joints; The Added Costs of Being in Busi- 
ness; Selecting Clear Finishes. 


Vol. 7 №. 2 Mar-Apr '83: Porch Swing, Home- 
made Jig Saw, Cheval Mirror, Punched Tin Spice 
Cabinet, Television Stand, Nautical Table Lamp, 
Wooden Balance, Nesting Cube Tables, Steam 
Roller Toy, Back Massager, Mailbox, Wall Shelf, 
Chippendale Mirror, Clock Parts and Suppliers, 
Articles: Flat Miter Joints with the Table Saw and 
Router; Woodworking for Fun vs. Woodworking 
for Work; Applying a Clear Finish. 


Vol. 7 No. 3 May-June "83: Oak Pedestal Table, 
Drafting Table, Early American Wall Unit, 
Folding Snack Table, Pine Corner Cupboard, Toy 
Car with Boat & Trailer, Letter Opener, Contem- 
porary Serving Tray, Hanging Mirror with Shelf, 
Carved Eagle, Early American Portable 
Bookcase, Hardwood Suppliers, Articles: Hand- 
tools and Table Saw Methods; Record Keeping: 
The Key to Profitable Costing; A Cure for Loose 
Legs. 


Vol. 7 No. 4 July-Aug 83: Turned Lamp, Decoy 
Carving, Antique Sugar Chest, Record Album & 
Tape Cabinet, Chinese Tea Table, Old-World 
Weather Forecaster, Toy Tractor & Cart, Display 
Pedestal, Two Planter Projects, Collector's Plate 
Stand, Hardware Suppliers, Articles: Dovetail 
Joints: Part I; Keep Track of Costs or You'll Be 
Overtaxed; Some Spraying Techniques; Inlaid 
Edging. 


Vol. 7 No. 5 Sept-Oct ’83: Shaker Writing Desk, 
Modelmaker’s Bench, Canning Jar Storage 
Shelves, Turned Bowl, Oriental Table, Router 
Table; Band Saw Box, Toy Pumper Firetruck, 
Toy Airplane, Spoon Rack, Magazine Rack, 
Bootjack, Furniture Kit Suppliers, Articles: 
Dovetail Joints: Part Ш; Some Thoughts on Low- 
Cost, No-Cost Advertising; Correcting Flaws in 
the Finish; Routed Drawer Pulls; Working Wood 
Co-operatively. 
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Сага Вох 
Мау/Јипе "85 


Vol. 7 No. 6 Nov-Dec "83: Lighted Wall Planter, 
Roller Stand, Early American Wall Secretary, 
Dressing Screen, Wine Rack, Shaker Chest of 
Drawers, Waterbed, Toy Train, Mitten Box, 
Hooded Doll Cradle, Coal Scuttle, Elephant Push 
Toy, Articles: Basic Drawer Construction and In- 
stallation; Display Advertising; Some Repair 
Hints; Making a Raised Arch Panel. 


Vol. 8 No. 1 Jan-Feb '84: Shaker End Table, 
Medicine Cabinet, Cassette Tape Rack, Captain’s 
Clock, Stacking Storage Unit, Veneer Bracelets, 
Toy Car Carrier, Infant Bead Toy, French Bread 
Cutter, 19th Century Kitchen Clock, Early 
American Trestle Table & Benches, Table Saw 
Cut-Off Table, Coaster Set, General Woodwork- 
ing Suppliers, Articles: Doweling Details; Sources 
of Information; Restoring Hopeless Cases; Mirror 
Image Panels. 


Vol. 8 No. 2 Mar-Apr ?84: Shaker Wall Clock, 
Compact Dry Bar, High Chair, Kitchen Canister 
Set, Colonial Water Bench, Stacking Desk Trays, 
Wooden Brooches, Toy Bulldozer, Rocking 
Horse, Contemporary Table, Wall Hung 
Telephone Cabinet, Pipe Smoker’s Organizer, 
Clock Parts Suppliers, Articles: Edge-Joining 
Boards; More Sources of Information; More 
Hope for the Hopeless Cases; Making Cabriole 
Legs. 


Vol. 8 No. 3 May-June "84: Country Vegetable 
Bin, Folding Deck Chair, Shaker Pedestal Table, 
Wall Hung Display Cabinets, Wooden Coat 
Hanger, Toy Car and Trailer, Paper Towel 
Holder, Carved Hand-Mirror, Writing Desk, 
Carved Walking Stick, Laminated Clock, Oak and 
Glass End Table, Articles: How to Lay Out and 
Make Circular Cuts; Mail Order Selling; Stripping 
Old Finishes; Carving the Ball-and-Claw Foot. 


Vol. 8 No. 4 July-Aug "84: Wag-on-Wall Clock, 
Oak Swing, Candy Dispenser, Coffee and End 
Tables, Tugboat and Barge, Lazy Susan, Early 
American Mirror, Colonial Pipe Box, Sewing 
Machine Cabinet, Cam Clamp, Hamper, Articles: 
What Sells Best?; Homemade Removers; Buying a 
Basic Set of Hand Tools; Kerf Bending; Suppliers 


July/August 1986 


Back Issuesz’, 


Toy Car & Ferry 


Pipe Box 
July/Aug '84 4 


Sept/Oct 
"84 


of Caning & Wood Finishing Products. 


Vol. 8 No. 5 Sept-Oct "84: Contemporary Stereo 
Cabinet, Shaker Woodbox, Bongo Box, Nesting 
Tables, Shop Trammel, Jackknife Letter Opener, 
Salt Shaker and Pepper Mill, Toy River Ferry and 
Car, Toy Top, Cookbook Holder, Hall Table, 
Grandfather Clock: Part I, Articles: Starting a 
Business: Part 1; Applying Filler; Building a Basic 
Workbench; Making Specialty Moldings with the 
Table Saw and Scratch Beader. 


Vol. 8 No. 6 Nov-Dec "84: Stickley Chair, Tool 
Cabinet, Shaker Sewing Stand, Lighted Display 
Pedestal, Teardrop Clock, Pierced Tin Cabinet, 
Toy Hook and Ladder Fire Truck, Busy Bee Toy, 
Colonial Doll House, Kitchen Organizer, Wine 
Server, Grandfather Clock, Part II, Articles: 
Starting a Business Part II; Applying the Final 
Finish; The Fundamentals of Wood; Inlays and 
Inserts; Gustay Stickley and American Mission 
Furniture. 


Vol. 9 No. 1 Jan-Feb "85: Early American Step 
Table, Oak Barrister’s Bookcase, Parquet Table, 
Shaker Trestle Table, Bandsawn Wooden Scoops, 
Toy Biplane, Book Ends, Contemporary Candle 
Holders, Necktie and Belt Holder, Keyed Miter 
Jig, Modular Coffee Table and Bar, Magazine and 
Book Rack, Contemporary Chest of Drawers, Ar- 
ticles: Toys and Children’s Articles: An Outline of 
The Consumer Product Safety Commission 
Standards; Shellac; Truing and Squaring Lumber; 
The Fingerjoint Spline; Suppliers of Furniture 
Kits; The Shakers; Special Section: Back Issue 
Index. 


Vol. 9 No. 2 Mar-Apr ’85: Queen Anne Lowboy, 
Television/ VCR Stand, Early American Pine Cor- 
ner Cupboard, Toy Tool Set, Windspinner, 
Woodchopper Whirligig, Chinese Puzzle, Cut-off 
Jig, Blanket Chest, Shaker Harvest Table, 
Blacksmith’s Tool Tray, Articles: A Guide to 
Photographing Your Work; Applying Shellac and 
Lacquer; Sharpening Plane Blades and Chisels; In- 
stalling Machine Woven Cane; American Queen 
Anne, 1715-1755; General Woodworking Sup- 
pliers. 


Vol. 9 No. 3 May-June "85: Jacobean Joint Stool, 
Wall Cabinet with Recessed Finger Pulls, Shaker 
Desk, Kitchen Cart, Contemporary Wall Clock, 
Colonial Wall Sconce, Card Box, Towel Bar with 
Glass Shelf, Marble Race Toy, Cradle, Vanity 
Mirror, Miter Clamping Jig, Articles: Product 
Liability, Part I; Restoring an Antique Mirror 
Frame; Coping with Wood “Movement”; Making 
Recessed Finger Pulls; The Jacobean Period. 


Vol. 9 No. 4 July-Aug '85: Gate-leg Table, Com- 
puter Desk, Shaving Horse, Stamp Dispenser, 
Crumb Collecting Breadboard, Toy Trucks, Early 
American Wall Shelf, Pivot-top Game/Coffee 
Table, Settle Bench, Shaker Single-Drawer Cup- 
board, Fold-up Workbench, Articles: Product. 
Liability, Part II; Caning and Wood Finishing 
Supplies; Spray Finishing; Table Saw Basics; Mak- 
ing Ше Rule Joint; The William and Mary Period. 


Vol. 9 No. 5 Sept-Oct "85: Colonial 
Schoolmaster's Desk, Contemporary Sideboard, 
Mahogany End Table, Victorian Hall Tree, 
Cutlery Wall Cabinet, Swing-out Plant Hanger, 
Prancing Horse Silhouette, Block Puzzle, Iron 
Caddy, Toy Ironing Board, Early American 
Water Bench, Wooden Smooth Plane, Shaker 
Sewing Box, Articles: А Craft Fair Visit; How to 
Use Stick Shellac; A Guide to Circular Saw Blades; 
Making Bent Laminations; Country Colonial Fur- 
пише. 


Vol. 9 Мо. 6 Моу-Пес "85: Moravian Chair, 
Dulcimer, Oak Dining Table, Shaker Washstand, 
Marking Gauge, Veneered Wall Clock, 4 x 4 Off- 
Roader, Teddy Bear Puzzle, Duck Pull-toy, Land- 
scape Cutting Boards, Early American Tall Clock, 
Pine Desk Organizer, Articles; Secrets of Success; 
Weaving a Fiber Rush Seat, Part I; Table Saw Rip- 
ping Problems and Their Solutions; 4-Piece Book 
Match Veneering; Pennsylvania Dutch Furniture. 


Vol. 10 No. 1 Jan-Feb "86: Freestanding Shelf 
System, Chippendale Bachelor’s Chest, Oriental 
Serving Tray, Country Bench, Antique Knife 
Tray, Tape Dispenser, Valentine Box, Toy Tow 
Truck & Car, Shaker Drop-leaf Table, Shop-made 
Bow Saw, Child’s Settle Bench, Plate Shelves, Ar- 
ticles: On Getting Paid for Your Work; Weaving a 
Fiber Rush Seat, Part II; Table Saw Crosscutting: 
Techniques & Tips; Router-Lathe Fluting: A 
Shop-made Approach; Chippendale Furniture. 


Vol. 10 No. 2 Mar-Apr "86: Zebrawood Уепеегесі 
End Table, Shaker Oval Box, Microwave Cart, 
Pin-Hole Puzzle, Tumbling Monkey Toy, Early 
American Wall Box, Kicking Donkey Whirligig, 
Shaker Side Table, Wooden Mallets, Federal 
Period Washstand, Connecticut Shelf Clock, Ar- 
ticles: A General Guide to Craft Fairs; Why Wood 
Warps; Cutting Tapers, Wedges and Other Ir- 
regular Shapes with the Table Saw; Unsupported 
or Hand Steam Bending; % in. Variable Speed 
Reversible Drills; Federal Period; Hardware Sup- 
pliers. 


Vol. 10 No. 3 May-June "86: Victorian Whatnot 
Shelf, Contemporary Lamp, Early American 
Bench, Steam-bent Clock, Pine Hutch/Cupboard, 
Canada Goose Basket, Toy Crane, Condiment 
Holder, Shop Workstation, Parsons Table, 
Shaker Lap Desk, Articles: An Interview with 
Toymaker Clare Maginley; How to Flatten а 
Warped Board; A Guide for Choosing Your First. 
Router; Supported Steam Bending; Victorian 
Period. 
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Е Шеге із опе preeminent article of 
furniture Гог which Ше Shakers аге 
known, it is their chairs. More chairs 
were produced for sale than any other 
furnishing, with the chairmaking 
enterprise at the New Lebanon, New 
York community stretching from a 
beginning in 1789 well into the 20th 
century. 

The best known of all Shaker chairs 
were the so-called ‘‘slat-back’’, which 
were made in a variety of sizes starting 
in about 1830. The tall slat-back 
chairs, usually featuring three or more 
slats, were commonly called ‘‘ladder- 
back", while a low-back version with 
one or two slats served as а “‘dining 
chair”. 

The slat-back chairs featured steam- 
bent slats, finely tapered narrow rungs, 
and gradually tapered back legs often 
terminating in delicately pointed 
finials. Like much of the best Shaker 
work, the slat-back chair made max- 
imum use, both structurally and 
aesthetically, of a minimum amount of 
wood. As we know, the Shakers 
deplored waste. 

Although early Shaker chairs made 
use of a narrow hickory splint for the 
woven seat, most slat-backs featured 
the colorful worsted tapes that became 
popular after 1830. 

The slat-back chair we show here is a 
reproduction of a New Lebanon chair 
made around 1830. Like the original, 


our chair is crafted in maple and has a 
worsted tape woven seat. Maple 
(sometimes tiger striped or curly) was 
the most common choice for primary 
wood, though ash and hickory were 
sometimes used for the rungs. 

The only variations in our chair 
from the original are in the back slats 
and in the back leg height. We chose to 
form the curved slats from bent 
laminations rather than steam bend- 
ing, since bent laminations provide a 
more consistent slat curve. Should you 
prefer to steam bend the slats, you may 
wish to refer to the March/April 1986 
Special Techniques article on steam 
bending. The only other variation, the 
back height, was predicated on the 
need to fit the back leg turnings in a 
standard 36 in. lathe. The original back 
height (37% in.) could be achieved, if 
you prefer, by turning separate tenon- 
ed finials, and then attaching them to 
the previously turned back legs. 

Overall, the chair is not difficult or 
complicated to build. Follow the in- 


Bill of Materials 
(all dimensions actual) 


No. 
Req'd. 
see Fig. 2 
see Fig. 2 
see Fig. 1 
see Fig. 3 


Рап Description Size 


Front Leg 

Back Leg 

Top Front Rung 
Top Side/Back Rung 
Lower/Middle 

Front Rung 

Lower Side/Back 
Rung 

Slat 


see Fig. 


see Fig. 
see Fig. 


structions carefully, making certain 
that all measurements are precise, and 
that all joinery is as neat and clean as 
possible. No doubt the chair could be 
slam-banged together without careful 
attention to detail, but that would 
hardly be in the Shaker tradition, and 
the result would in all likelihood be 
nothing but a crude rendition of a chair 
that is recognized today as one of the 
true ‘‘American classics”. 

Note: This chair, having been built 
around 1830, is quite naturally sized to 
fit 1830 sized people, who on average 
were about four inches shorter than 
men and women today. Adding 10 per- 
cent to all dimensions will result in a 
chair more properly dimensioned for 
contemporary man. 

Start by cutting 1% in. turning 
squares of maple for the front and 
back legs (A and B). Referring to the 
chair side view, lay out for the three 
mortises in each back leg that will ac- 


cept the slat ends. These % in. by 2 in. 
by % in. deep mortises can either be 
made with the router, with the ends 
trimmed square by hand, or they can 
be chopped out entirely by hand using 
a chisel. After all these slat mortises are 
cut, fashion six pine filler blocks, one 
to friction fit within each mortise, as 
shown in Fig. 1A. As explained in Fig. 
1B, these pine filler blocks are removed 
after the back legs have been turned. 
Now turn the front and back legs to 
the profiles shown in Fig. 2. Rough 
turn with a gouge, then use the round- 
nose to round the legs and make the 
finial. Note that the back leg taper 
begins 14% in. from the bottom end. 
Use the skew to radius the ends, and 
last of all, use a spear point to cut the 
score lines shown in the side view. Such 
Score lines are a common element on 
Shaker chairs, and in addition to their 
function as locator points, they pro- 
vide an attractive detail. It is important 
that these score lines be precise and 
consistent because they help determine 
the various rung locations later on. 
The rungs (parts C, D, E and F) are 
also turned now. Refer to Fig. 3 for 
overall rung length. Note that the top 
rungs (C and D) are 4 in. at the center, 
tapering to % in. at the ends, while the 
lower rungs (E and F) taper from % in. 
to % in. The 4 in. tenon length of all 
the rungs is intended to allow for a 
(continued on next page) 
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small length of the tenons to remain 
showing after assembly, а typical 
Shaker characteristic. Tip: Use a % in. 


Forstner bit to drill through a piece of 
% in. thick scrap, then cut in half to ob- 
tain a perfect size “gauge” that you 
can use to check the tenon diameter 
while turning. АП final sanding of both 
the legs and rungs is done while in the 
lathe. 

To make each of the three slats (G), 
resaw a 1 in. by 3% in. by 16% in. 
board, and surface to obtain three 4 
in. thick laminations. Note that these 
laminations should be kept in con- 
secutive order. Now, referring to Fig. 
4, construct a particleboard and 
plywood form that is 3 in. by 16 in. 
with a 32 in. radius arc. A 32 in. length 
of string tied to a pencil, with a nail asa 
centerpoint can be used to scribe the 
radius. Glue up the laminations with 
plastic resin glue, and use a backup 
board and clamp blocks to clamp the 
bent lamination securely around the 
form. Note the holes in the form to ac- 
cept the clamps (the more clamps the 
better) and that both the form and 
backing board are waxed. When dry, 
lay out the slat profile shown in the 
Fig. 5 grid pattern, and bandsaw to 
shape. For more on bent laminations, 
refer to the September/October 1985 
Special Techniques article. 

Now cut a 17, in. wide board to ex- 
actly one half the maximum front and 


back leg thickness to use as a guide for 
Scribing the rung mortise centerpoints. 
The same board is used for both the 
front and back legs, since the back leg 
diameter is consistent with the front 
legs over the lower 14% in. length. 
After scribing the centerline on the 
front legs (Fig. 6A), use a simple 
V-block on the drill press to drill the % 
in. diameter by 7%; in. deep 90-degree 
holes in the front legs that accept parts 
C and E (Fig. 6B). Use the score lines 
for location, but locate the rung holes 
about Ив ш. below, so that later, when 
the angled rung holes are drilled, the 
front and side rungs do not intersect. 
To scribe the centerline on the back 
legs, first dry-assemble the back legs 
and slats. Lay the assembly flat and 
then use the 294 in. thick scribe board 
to mark the back rung centerlines. Use 
the same V-block on the drill press to 
drill the % in. diameter by 7%, in. deep, 
90-degree rung mortises to accept the 
top back and lower back rungs (one 
each of D and F). Drilling Tip: To ac- 
curately locate the V-block, first chuck 
a small bit in the drill press and then 
lower it into the center of the V-block 
groove. 

Next make the plywood fixture 
Shown in Fig. 7, which is needed to ob- 
tain the centerline locations of the 
angled side rung holes. Drill four И in. 
deep holes as illustrated in the bottom 
piece of plywood to locate the legs. 


Screw one of the four 22 in. thick 
guide pieces to a side ply section at an 
85 degree angle, then measure over ex- 
actly 11! c in. (outside edge to outside 
edge) and screw the other guide piece in 
place at a parallel 85 degree angle. 
Repeat on the opposite side ply, then 
dry assemble the front and back 
assemblies, and temporarily clamp 
across the fixture with these assemblies 
in position as shown. Scribe the 
centerlines for the side rungs. The 
plywood fixture will accurately 
establish both the 5-degree slope of the 
side rungs relative to the legs and their 
10-degree off-square front/back 
toe/splay (see top and side views). 

Now construct a simple 5-degree in- 
cline using the previously made 
V-block. With the front legs’ bottom 
ends toward the /ower end of the angl- 
ed V-block, drill the front leg side rung 
holes (Fig. 6C), and with the back legs’ 
lower ends toward the upper part of 
the V-block, drill the back leg side rung 
holes (the /ор part of the back legs will 
extend some distance down and over 
the drill press table). Keep all the side 
rung holes consistent just above the 
V-groove score lines. 

Dry assemble the entire chair and 
check for proper fit. While dry 
assembled, wax carefully around all 
the rung tenon shoulders and on the 
slats where glue might squeeze out. 
The wax will simplify clean-up later. 
Also label the rungs and slats, and pen- 
cil index all mortises and tenons while 
dry clamped to facilitate and speed the 
final assembly and glue-up, and to pre- 
vent confusion of parts. 

Pre-assemble the front and back 
assemblies individually on a flat sur- 
face to insure that the legs remain 
parallel and on the same plane, and to 
prevent twisting during clamp-up. 
Glue, clamp, and let these assemblies 
dry. 

Again on the flat surface, add the 
side rungs to join the front and back 
assemblies. Make certain that the four 
leg bottoms a// contact the flat surface, 
so the chair will sit flat on the floor. 
For the finish, we wiped on three coats 
of tung oil. 

Traditional worsted Shaker chair 
tape for the seat is available from: 
Shaker Workshops, P.O. 1028, Con- 
cord, MA 01742. The basic over/under 
weave is an easy process to master. 
Simply follow the manufacturer's in- 
structions included with the worsted 
tape. Taping Tip: Since maple is so 
hard, pre-drill for the upholstery tacks. 

Wy 


The Woodworker’s Journal 


ы, 
Display 4 
Cabinet 


Е“ collectibles require 
an attractive display 
area. This contemporary 
cabinet, in solid cherry, 
provides a dust-free 
environment with 
adjustable glass shelves. 

Begin by cutting the 4 
in. thick sides (A) and end 
shelves (B). Next, select 
your largest straight cutter 
and use the router and 
edge-guide to cut the / in. 
by 1 in. rabbet in the 
shelves and sides that will 
accept the back. The shelf 
rabbets are full length, but 
the ends of the side 
rabbets must be squared 
by hand with a chisel. 
Now, referring to the 
Special Techniques article 
beginning on page 20, cut 
the % in. sliding dovetail 
joint that is used to join 
the sides and shelves (see 
sliding dovetail joint 
detail). Note that both the 
sliding dovetail and the 
groove are stopped № in. 
from the front edge of the 
cabinet carcase. 

Make the % in. thick 
filler pieces (C), locate 
and drill the И in. 
diameter by № in. deep 
shelf support pin holes, 
and cut off the top and 
bottom corners of the 
sides at a 30 degree angle - А " 
as shown in the side view. Shelf support pins are available at most hardware stores. Cut the plywood back to 
size from И in. thick cherry plywood, then dry assemble the carcase to check for proper fit. Keep the good side 
of the cherry ply facing front. If all is well, glue and assemble the carcase. Work quickly when sliding the 
dovetail shelves into the sides, lest the glue starts to swell the wood and the shelves bind part way in. Also, make 
the hanger (parts J), and glue the upper hanger piece to the plywood back, as shown in the hanger detail. 

To construct the cherry doors, first miter the ends of parts D and Е to establish their length. Next, with a 4 
in. straight bit in the router table raised to a 1% in. height, and with a stop and the fence in place to assure a % in. 

(continued on next page) 
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spline groove depth located Ив in. 
from the inside edge, cut the spline 
grooves. As you will note from the 
spline groove cutting detail, the groove 
end will be round. You may either 
square the groove using a И in. chisel, 
or leave it round and size the spline 
smaller. In any event, the splines (also 
cherry) should always be a hair smaller 


Bill of Materials 
(all dimensions actual) 


Part Description Size Revd. 


Side % х 8 x 36 

End Shelf yx 8 x 23) 

End Shelf Filler % x 6% x 221, 
Door Stile 1% x 1% x 26% 
Door Rail 17, x 15 x 11% 
Door Pull yox X4 

Door Glass % x 9 x 24% 

Door Glass 

Retainer %х% 

Васк и x 23% x 27% 
Напдег $ x 3 23% 
Hinges 1х1 2 pair 
Double Ва! 

Catch he X 1'%, 2 
Shelf Support Pin 8 
Glass Shelf 4 x 6% х 22% 2 


кое 


S\Se VIEW 
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than the groove dimensions so Ше 
miters are not accidentally held apart. 

After all the spline grooves have 
been cut, parts D and E are rabbeted % 
in. by % in. to accept the door glass, 
and a 30 degree bevel is cut along the 
front edge as shown in the door ““5ес- 
Поп”. After cutting the door glass re- 
tainer (H), assemble the doors. Both 
the door glass (G) and the glass shelves 
(N) can be cut to fit at your local glass 
shop. Note that the retainer (H) is 
screwed, but not glued, in place to 
facilitate glass replacement if 
necessary. Make the door pulls (F) as 
shown, and glue in place. 

Mortise for the hinges (K) and, after 
hanging the doors, mortise for and in- 
stall the double ball catches (L). The 
solid brass hinges (part number 2455B) 
and double ball catches (part number 
2554B) are available from: Mason & 
Sullivan Co., 586 Higgins Crowell 
Road, West Yarmouth, Cape Cod, 
MA 02673. 

To finish, we sprayed on two coats 
of Deft Semi-Gloss Clear Wood Finish. 
Note that the doors and cabinet must, 
of course, be finished before the door 
glass and shelves are installed. WY 
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Latticework Planter 


A: a well chosen picture frame compliments a painting, 
an attractive planter can effectively display a favorite 
houseplant. Ours is a low-cost, easy-to-make design that 
looks as good in the living room as it does outside in the 
garden. The planter measures 12 in. square by 12 in. high, 
dimensions we found suitable for a fairly wide range of plant 
pots, but it can be made somewhat larger or smaller, if 
necessary. Check the dimensions of your pot before starting. 

Since our pot is rather tall (about 9 in.), it simply rests on 
the bottom lattice. Shorter pots, however, will need a 
plywood shelf (see Detail: Optional Shelf) in order to be rais- 
ed to an acceptable height. 

The lattice is made up of И in. thick by 14 in. wide 
crisscrossed strips spaced 2% in. apart. Although you can 
make your own, we found it much easier to purchase the 
commercially made lattice sold at many lumberyards and 
building supply centers. It’s sold in 4 ft. by 8 ft. and 2 ft. by 8 
ft. sheets, with the lattice strips stapled and glued together. 
It’s generally available in pine or cedar, either planed smooth 
or roughsawn. If you plan to keep it outside, cedar would be 
your best choice. 

Five-quarter stock (which measures 1% in. thick) can be 
ripped to 1 in. widths to get the square stock needed for the 
four upper frames (A), four legs (B), and four lower frames 
(С). The № in. wide by И in. deep groove сап be cut with a 
dado head or by making repeated passes with the regular saw 
blade. Note that the upper frames have a single groove while 
the legs and lower frames have a pair of grooves. Before cut- 
ting the grooves, it’s a good idea to measure the actual lattice 
thickness and, if necessary, adjust the groove width as 
needed. 

Once the grooves are cut, the 12 in. long upper and lower 
frames can be mitered on each end. The legs, which have 
square cut ends, can then be cut to a length of 9% in. 

Next, using the table saw, cut the lattice (D) to 10% in. 
square. Keep in mind, however, that most of the commercial 
lattice is assembled with a staple at the point the lattice 
crisscrosses. This means you’ll have to make sure you don’t 
hit one with the saw blade when making the cut. 

Assemble the parts as shown using glue and clamps. If you 
intend to use the planter outdoors, be sure to use plastic resin 
glue. Available at most hardware stores, this brown powder 
is mixed with water to create a glue with excellent moisture 
resistance. White or yellow glue will not stand up to water for 
any length of time. Once dry, a pair of finishing nails are 
driven at each mitered corner. 

If a shelf is needed (see Detail: Optional Shelf) a notch 
must be cut at each corner as shown. The plywood shelf is cut 
to fit in the notches, then a few % in. diameter holes are drill- 
ed to allow water to drain off. 

If your planter will be used indoors, a couple of coats of a 
good penetrating oil are all that’s needed for a good final 
finish. For outdoor use, where rain or exposure to water is a 
problem, Cuprinol brand wood preservative is a good 
choice. ХУ 
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Bill of Materials 
(all dimensions actual) 


Part Description Size mo 


A Upper Frame 1% x 14 x 12 
В Leg Wh x 1% x 9 
C Lower Frame 1% ж 14 x 12 
D Lattice 10% x 10), 


4 


4 
4 
5 


Е» Americans didn’t have Ше 
luxury of simply turning a tap 
when water was needed. To get it, one 
had to hike to the well or, if a well did 
not exist, to a nearby stream or lake. As 
might be expected, it was a chore often 
assigned to one of the youngsters in the 
family, and it meant hauling the water 
back to the house in several buckets. 
The bucket bench, or water bench as it 
was sometimes called, was found in 
many of those early houses and provid- 
ed a convenient means of storing those 
buckets of precious water. Ours is based 
on a design that dates back to the 18th 
century and, like many early bucket 
benches, it is made of pine. 

Begin by edge-gluing enough 1 by 8 
pine stock (which will actually measure 
¥, in. thick by 7/4 in. wide) to make the 
two sides (A) and the two shelves (B). 
It’s a good idea to allow a little extra on 
the length so that later, after the glue 
has dried, the stock can be trimmed to 
the exact length dimensions. At the 
same time the stock can be ripped to 14 
in. wide. 

Next, lay out and mark the location 
of the two % in. wide by % in. deep 
dadoes cut in each side to accept the 
shelves. Equip the table saw with a А 
in. wide dado cutter set to make a И in. 
deep cut, then using the miter gauge, 
pass the stock over the cutter to make 
the dadoes as shown. Take care to hold 
the stock down firmly and be sure to 
keep hands away from the cutter. 

Since the % in. dado cutter is set to 
make a % in. deep cut, this is a good 
time to cut the % in. wide by % in. deep 
rabbet on the back edge of each shelf. 
You'l need to attach an auxiliary 
wood fence to the regular rip fence for 
this operation, because the dado cutter 
must just touch the rip fence in order to 
make a Жіп. wide cut. 

To accept the two backs (D), а % in. 
wide by # in. deep by 8% in. long rab- 
bet is cut in the back edge of each side. 
We used a router equipped with an 
edge-guide and a / in. diameter router 
bit to make these cuts. You’ll need to 
make several passes to complete the 
rabbet. Square the rounded corners 
with a sharp chisel. 

To complete work on the sides, 
transfer the grid pattern (shown in the 
side view) to the stock, then use a band 
or saber saw to cut just outside the 
marked line. Use a file and sandpaper 
to smooth exactly to the line. 

The top (C) can now be cut to length 
and width as shown. Use the edge- 
guided router to cut the % in. wide by 
% in. deep grooves to accept the top 
ends of the sides. Once again, use the 
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chisel to square the rounded corners. 

At this point the sides, shelves, and 
top can be assembled. Final sand all 
parts, starting with 80 grit, then follow 
with 120, 150, and 220. However, if the 
surface is reasonably smooth before 
you start, you’ll probably be able to 
skip the 80 grit step. Once sanded, ap- 
ply glue to the mating surfaces, then 
assemble with flathead wood screws, 
counterbored and plugged as shown. 
Counterbore the holes so that the plugs 
sit just above the surface, then sand 
each one flush. 

The two backs can now be made. 
Cut to length and width before using a 


И in, dado cutter ! 

to create the tongue 

and groove edges. Final sand each 
board before assembly. Note that the 
back boards are secured to the rab- 
beted back edge of the sides with a 
single flathead wood screw driven 
through the centerpoint of each end. 
The single screw on each end allows the 
board to expand and contract with 
seasonal changes in humidity. 

For a final finish we used two coats 
of Minwax’s Early American Wood 
Finish. When thoroughly dry, two 
coats of Deft Clear Wood Finish were 
added to complete the project. WY 
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Bill of Materials 
(all dimensions actual) 


Part Description Size 


No. 
Веда. 


А 


в 
с 
D 


Side 
Shelf 
Top 
Back 


AX 14 ха 2 
х 14 х 25) 2 
x 5 х 27 1 
х 4), х 25), 2 
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Adirondack Chair 


Built by Brent and Gunnar Kallstrom 


We we first saw this rustic 
Adirondack pine chair we were 
intrigued with the idea, but we also had 
some doubts. With the steeply angled 
back and long curved seat both slatted, 
how comfortable could the chair be? 
Well, much to our surprise, it is very 
comfortable. As a lawn or patio chair, 
it is something like a chaise lounge, 
allowing you to stretch out and relax. 
The wide arms are ideal for that paper 
plate picnic lunch and a tall glass of 
lemonade. 

Best of all, the chair is easy to make. 
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Except for the back slats (1), which are 
cut from wider stock on the table saw 
using a tapering jig, all the remaining 
parts are made from % in. thick com- 
mon pine boards, and should therefore 
require no ripping. 

Start with the two seat frame 
members (A). After applying the 18 
degree taper to the back bottom, 
transfer the grid pattern illustrated in 
the auxiliary side view, and band or 
saber saw the seat curve. Notch for the 
lower back frame (G) and radius the 
back corner as shown. Cut the front 


legs (B) to length, and then the back 
legs (C), using the table saw to 
establish the 57 degree miter on the top 
end of the back legs. Cut the two 
stretchers (D and E) to length, and 
make the eleven seat slats (F). 

Now make the back frames (G and 
H), as shown in the auxiliary top view. 
Use a pencil tied to a string anchored 
by a nail to mark the respective radii. 
For part G, the length of the string bet- 
ween the pencil and nail will be 15/4 
in., while for part H the string length 
will be 23 in. 
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The seven back slats (I) are all cut on 
the table saw, using a simple tapering 
jig (described in The Beginning Wood- 
worker column in March/April 1986). 
All should be cut to the same initial 
dimensions (2% in. wide tapering to 2 
in. and 32 in. long). Then butt the back 
slats together and scribe a 21 in. radius 
across the top. Secure the slats with 
clamps and a cleat (to prevent chatter- 
ing) and cut the 21 in. radius with a 
saber saw. 

Make the arms (J), laying out their 
shape from the top view grid pattern, 
and cut to shape with the band or saber 
saw. Notch the arms to accept the back 
legs, and lay out and shape the two arm 
braces (K) as illustrated in the front 
view grid pattern. 


1 Avv cd" 


Bill of Materials 
(all dimensions actual) 


Part Description 


Size 


No. 
Req'd. 


хе -тоттооо> 


Зеа{ Егате 
Front (ед 
Back Leg 

Back Stretcher 
Front Stretcher 
Seat Slat 


x 5% 
x 5% 
x 3), 
x 3% 
x 3% 
x 1% 


Back Frame (lower) 9, x 3% 
Back Frame (upper) % x 4% 
as shown 


Back Slat 
Arm 
Brace 


% x Th 
и х 35 


x 38% 2 
x20 2 
х 25% 2 
х 18%; 1 
Ха20%71 
х 201 
х 20 
х 22 


х 31 
x 7} 


зле Mew 


July/August 1986 


The chair is assembled with plastic 
resin glue (white or yellow glue won’t 
stand up to regular exposure to water), 
2 in. drywall screws, and plated car- 
riage bolts as shown in the exploded 
view. When laying out the back slats, 
note that their spacing is about % in. at 
the top, tapering to less than И in. at 
the bottom. Chamfer any sharp edges, 
and sand corners and ends as needed to 
prevent splintering. 

We finished our chair with Cuprinol 
brand wood preservative. Cuprinol 
will help the wood retain its natural 
rustic look, while preventing rot and 
decay. A reapplication of the Cuprinol 
once a year will insure years of trouble- 
free outdoor use from this chair. WY 
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Ф tell us that a really 
great cup of coffee starts with 
freshly ground beans. Our project, 
made from maple, is a reproduction of 
an antique hand-cranked coffee mill, 
one that doesn’t just look good, but 
also works quite effectively. 

The mill mechanism (I) is available 
from Woodcraft Supply Corporation, 
41 Atlantic Avenue, Woburn, MA 
01888 (part number 07У41-КЕ, cur- 
rent price $14.95 postpaid). An adjust- 
ment knob at the top allows the size of 
the grounds to be varied from very fine 
to coarse. When the coffee is ground to 
the right size, we found it works very 
nicely in all coffee makers, including 
the drip type that most everybody 
seems to have these days. 

You'll need № in. thick stock to 
make the four sides (A). If you don't 
July/August 1986 


he Gift Shop * Easy-To-Make Gift Projects 


have а thickness planer and can't get 4 
in. thick stock locally, check with a 
lumberyard or millwork shop as they 
will often plane thicker stock for a 
nominal charge. 

After thickness planing, cut the 
stock to a width of 4% in. and a length 
of 5% т. Make sure all cuts are square. 
The box joints (also called finger 
joints) can be cut individually, either 
by using the dado head cutter or by 
making repeated passes with the 
regular saw blade. These joints can 
also be cut using a box joint jig on the 
table saw. This easy-to-make jig was 
described in The Beginning Wood- 
worker column in our 
November/December 1982 issue. 

Dry assemble the four sides and 
check for proper fit-up of the joints. If 
satisfied, apply a thin coat of glue to all 
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the mating surfaces, then assemble and 
clamp firmly. 

When dry, remove the clamps, then 
use the table saw to cut the % in. by 14 
in. notch on the front to accept the 


Bill of Materials 
(all dimensions actual) 


Size 


No. 
Req'd. 
x 44x 5%, 4 
x66 x6, 1 
x%x 4, 4 
х 1х5 1 
lox d x4 2 

2 
1 
1 
1 


Part Description 


Side 

Base 

Cover Strip 
Drawer Front 
Drawer End 
Drawer Side 
Drawer Bottom 
Drawer Knob 
Mill 


X ЗМА АЙ 
һх4х4 
3, diameter 
6x6 


A 
B 
с 
D 
Е 
Е 
с 
H 
1 


drawer front (D). To make the notch 
you'll need to make two passes, the 
first one with the blade set to a height 
of 1% in., the second 一 at right angles 
to the first — with the blade set to a 
height of ¥ in. 

The base (B) can now be made. Cut 
% in. thick stock to 6% in. square, then 
use the router table with a И in. Roman 
ogee bit to shape the molding all 
around (see Side View: Base). Center 
the four-sided box on the base then 
join the two members by driving four 
1% in. long by no. 6 flathead 
woodscrews up through the base and 
into the bottom edges of the box. 


You'll need to resaw thicker stock to 
get the И in. material needed for the 
drawer ends (E) and sides (F). The 4 
in. deep by И in. wide rabbet on each 
end can be cut by setting the table saw 
blade to a depth of И in. and using the 
miter gauge to pass the stock over the 
blade. Two or three passes will be 
needed to get the И in. width. To cut 
the И in. wide by И in. deep groove for 
the drawer bottom (С), locate the rip 
fence И in. from the sawtooth and, 
with the blade still set to a height of % 
in., pass the stock over the blade. To 
keep hands a safe distance from the 
blade, be sure to use a push stick. 

After cutting the drawer bottom to 
size from И in. thick hardboard 
(Masonite), the drawer ends, sides and 
the drawer bottom can be assembled. 
Use glue and clamp firmly. When dry, 
remove the clamps and drill pilot holes 
at each rabbet joint for 4 in. long 
brads. 

Cut the drawer front to fit the open- 
ing created by the notch that was 
previously cut in the front of the box, 
then glue and clamp it to the front 
drawer end. 

The cover strips (C) serve to keep the 
coffee grounds from settling on the top 
edges of the box ends and sides. We've 
used mills that don't have them and 
found that when the drawer is opened, 
the coffee on the top edges spills all 
over. Cut the strips to the profile 
shown in the cross-section, then miter 
the corners and glue in place. 

After final sanding, we applied two 
coats of Behlen's Salad Bowl Finish, a 
low-luster finish that contains ingre- 
dients approved by the U.S. Food and 
Drug Administration for use in contact 
with food. Woodcraft Supply sells it 
(part number 08N65-EZ) for $6.50 per 
pint. 

The mill (I) is joined to the box with 
a pair of screws, one on each side. A 
porcelain knob (H) added to the 
drawer front completes the project. WW 
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Н ere’s a somewhat scaled-down 
version of a basket commonly 
used by early New England clam- 
diggers. This one is rather unusual in 
that the handle is not centered. In- 
stead, it runs diagonally, presumably 
to improve balance. If there are no 
clam beds in your area, it will still serve 
nicely as a magazine rack or as a means 
to display your favorite floral arrange- 
ment. 

Make the two sides (A) first. Cut 74 
in. thick pine to a width of 10 in. anda 
length of 12 in., then use the table saw 
to cut the 45 degree corners as shown. 
Note that each corner measures 4% in. 
Next, use a compass to scribe the 4% 
їп. radius before cutting it out with the 
band or saber saw. 


The 15 slats (B) are made from five- 
quarter pine stock (which measures 1% 
in. thick) ripped to № in. widths. It’s 
best to cut them slightly longer than 
necessary so that after assembly they 
can be trimmed and sanded flush to the 
sides. Use glue and 14 by по. 8 
flathead wood screws to join the slats 
to the sides. The end view shows the 
proper slat spacing. Note that each 
screwhead is countersunk slightly 
below the surface. 

To make the handle (C) you'll need a 
piece of % in. thick stock measuring 
4¥, in. wide and 22 in. long. Lay out 
the handle shape as shown in the top 
view before cutting it out with a band 
or saber saw. Trim the ends for a snug 
fit between the sides, then assemble 


with a pair of 1/ by no. 8 flathead 
woodscrews on each end. Once again, 
apply a slight countersink to each of 
the screwheads. 

Final sand all surfaces, taking par- 
ticular care to smooth the upper curve 
on each side. Start with 80 grit, then 
follow with 120, 150, and finally 220. 
Slightly round over all sharp corners 
and edges. 

Final finish is a matter. of personal 
taste. We chose to leave ours natural 
and simply add a couple of coats of 
Watco Danish Oil. We found a brush 
helped to apply the finish between the 
slats. Once the second coat was 
thoroughly dry, it was rubbed down 
with a clean cloth to complete the 
project. WW 
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ВИ! of Materials 
(all dimensions actual) 


Part Description Size вена: 
А Side 3, x 10 12 2 
B Slat 1х1 х20 15 
с Handle 3 х4фх 22* 1 


*Length апа width dimensions allow 
extra stock. 


12. ха 
YWOODSCREWS 
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Т he ability to recognize shapes is ап 
important part of a young child’s 
development. This easy-to-make toy 
will help kids to learn several of the 
basic shapes — and have some fun 
while they learn. Five different profiles 
are cut into the box, one in each of the 
four sides and one in the top. The child 
is challenged to get the blocks in the 
box, and that can only be done if the 
shape of the block matches the cutout. 
A double ball catch keeps the hinged 
top shut until the youngster opens it to 
remove the blocks. 

Ours is made from poplar, a wood 
that is relatively light, yet durable. 
Maple, which has excellent durability, 
is also a good choice. 

A piece of stock measuring № in. 
thick by 5% in. wide by 20 in. long will 
provide enough stock for the four sides 
(A), while a piece that's ⁄ in. thick by 
5¥, in. wide by 11 in. long will suffice 
for the top (C) and bottom (D). The 
width and length dimensions allow ex- 
tra stock. 

The four sides (A) are cut from the 
20 in. long board. After thickness 
planing, set the table saw blade to 45 
degrees, then raise it to a height of 
about % in. Set the rip fence to cut the 
miter along one edge of the 20 in. 
length. When setting the fence, keep in 
mind that it should be located so that, 
after the miter is cut, the stock width is 
not less than 5 in. Now, with one miter 
cut, readjust the rip fence to establish 
the final stock width of 5 in., then cut 
the second miter. 

To cut the spline groove (see spline 
detail), you'll need to lower the saw 
blade (which should still be set at 45 
degrees) and relocate the rip fence. Use 
scrap stock to check the accuracy of 
your set-up. Most saw blades make a М 
in. wide cut, however if your blade 
makes a slightly wider or narrower cut, 
simply adjust the spline (B) thickness 
as needed. 


Box of 
Shapes 


The Gift Shop 


The stock can now be crosscut into 
four pieces, each piece measuring 4% 
in. long. To cut the dado groove along 
the bottom edge of each side (see bot- 
tom detail), а И in. dado head cutter is 
set to a depth of И in. and the rip fence 
is located И in. from the nearest tooth. 
Hold the stock firmly against the rip 
fence as it’s pushed over the cutter. Be 
sure to use a push stick to keep hands a 
safe distance from the blade. 

The и in. by 5% in. by 11 in. board 
that was made earlier will serve as 
stock for the top and bottom. To make 
the bottom, cut to 4% in. square, then 
cut the И in. by И in. rabbet all 
around. The top is 5 in. square with a 
И in. radius cove cut on the front edge. 
To cut the cove, we used a router table 
and a И in. cove bit. 

Next, on the four sides and the top, 
lay out and mark the five shapes, then 
use a sharp chisel to cut out each one 
except the circle. To make the circle, 
use a Forstner bit or hole saw. 

After cutting four splines, the sides 
and the bottom can be assembled with 
glue, then clamped firmly. Cut the 
splines a little on the long side so that 
after the glue dries, they can be trim- 
med flush with the ends of the sides. 
Since it must be free to expand and 
contract with seasonal 
changes in humidity, 
the bottom is 
not glued in 


place. With the box assembled, the 
router table and / in. cove bit are once 
again used to add a cove, this time 
along the top edge of the front. 

The top can now be attached to the 
box with a pair of hinges (G). Adding 
the catch block (E) and the double ball 
catch (F) completes work on the box. 

The five blocks (H, I, J, K, and L) 
are made as shown. The circle block (J) 
can be turned to the 1% in. diameter, 
although closet pole (sold at most 
hardware stores) can also be used. 

Final sand each part, taking care to 
round over all sharp edges and corners 
to a generous (about Ив in.) radius. 
Since small children have a natural in- 
clination to chew on just about 
anything, we feel it's best not to apply 
a finish to a toy like this. ХАМ 


Bill of Materials 
(all dimensions actual) 


Part Description Size 


А Side 4x5 x 4}, 
Spline bx hx 4% 
Top %х5х5 
Bottom | x 4% x 4% 
Catch Block ху х2 
Double Ball Catch $, x 1'/,* 
Hinge ха 
Trapezoid Block see detail 
Triangle Block see detail 
Circle Block see detail 
Diamond Block see detail 
Square Block see detail 

* Available from Mason & Sullivan, 586 


Higgins Crowell Road, West Yarmouth, 
MA 02673. 
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L order to please the 
eye, a woodworking 
project need not neces- 

sarily require a month of | | 

work or a week's pay- 9 
check. In fact, some of | 

Ше most appealing ргој- 

ects we’ve ever come across à 

have been remarkably simple in 
design and inexpensive to build. 

To make the turning blank for 
the disk (A), cut two pieces of Ў in. 
thick stock to 10 in. square, then face 
glue (make sure the grain runs in the 
same direction) and clamp the two parts 
to create a block that measures 17, in. 
thick by 10 in. square. When dry, use а 
compass to scribe a 9% in. diameter (4% 
in. radius) circle and, with a band or 
saber saw, cut out the circle, staying 
slightly on the waste side of the line. 

The best surface of the blank should 
face the front, so at this point, examine 
both sides to determine the front and 
back of the clock. Now, on the back of 
the clock, again use the compass, this 
time to scribe a 2 in. radius (4 in. 
diameter) circle. Later on, this circle 
will serve as a guide when the 
faceplate’s waste circle is attached. 
Now, on the clock’s front side, scribe 
the 3%. in. radius (7% in. diameter) for 
the small markers (C) and the 3% in. 
radius (7% in. diameter) for the large 
markers (B). 

Next, at the centerpoint of the circle, 
bore a % in. diameter hole completely 
through the stock, taking care to make 
sure the hole is square. Now, on the 
back side, lay out and mark the loca- 
tion of the 2% in. square mortise. Use а 
sharp chisel to cut the mortise to a 
depth of % in. Our mortise was sized to 
accept a quartz movement sold by 
Mason and Sullivan, 586 Higgins 
Crowell Road, West Yarmouth, MA 
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The Gift Shop 


Bill of Materials 
(all dimensions actual) 


No. 


Size Req'd. 


9, dia. x 1% 
thick* 

1 йа. x 3, 
thick* 


% dia. x 3, 
thick* 


Part Description 


A Disk 


Large Marker 


Quartz Movement 
Hour/Minute Hand 
Second Hand 


*Thickness dimension before turning. 


B 
С Small Marker 
D 
Е 


02673 (рагі питрег 3609Х-34, current 


price $6.95 each plus shipping). 
However, if you plan to use another 
movement, you may need to revise the 
mortise dimensions we’ve given. 

Lay out the location of the large and 
small markers on their respective radii, 
then bore holes as shown in the front 
view. Turn the four large markers (B) 
to а 1 in. diameter, and the eight small 


markers to a % in. diam- 

eter before cutting them 

to Ж in. lengths. Use 

glue to assemble each one 

in place, allowing И in. 

to protrude. To make the 

waste circle, scribe a 4% in. 

diameter circle оп a piece of % 

in. thick stock and cut out with 

the band or saber saw. Attach 

the faceplate to the waste circle, 

then attach the faceplate to your lathe 
and turn the circle to a 4 in. diameter. 

Remove the faceplate from the lathe 
before gluing the waste circle to the 
back of the disk blank. Note that a 
piece of paper (brown grocery bag type 
works well) is sandwiched in between. 
The paper will make it easy to remove 
the waste circle later on. The 4 in. 
diameter circle previously scribed on 
the back of the disk blank will come in 
handy to help center the waste circle. 

When the glue has thoroughly dried, 
mount the faceplate to the lathe. Using 
a roundnose cutter, turn the blank to 
the profile shown in the full-sized sec- 
tional view. Note that the profile is 
designed so that the glue line can't be 
seen from the front. 

Sand thoroughly while still on the 
lathe, smoothing to 220 grit. For a 
final finish we applied three coats of 
Deft's Semi-Gloss Clear Wood Finish, 
rubbing down the final coat with 0000 
steel wool. 

The movement is assembled as 
shown. We used Mason and Sullivan's 
Universal hour and minute hands (part 
number 4880X, 70* per pair) and sec- 
ond hand (part number 4892X, 50* 
each). These hands are longer than 
needed, so you'll have to clip each one 
to length. The hanger (supplied with 
the movement) permits the clock to be 
hung on the wall. ХМ 
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”TIenon Jig 


T he tenon jig is one of the most frequently used table saw 
accessories. Although it is used primarily to cut tenons, 
the jig can also be used to groove, bevel, or perform any 
number of other operations on the ends of boards. As shown 
in the photo, the workpiece is positioned against the stop (D) 
and clamped securely to the jig. A clamp block protects the 
workpiece from the clamp jaws. 

Most commercially sold tenon jigs mount in the miter 
gauge slot. Since our jig fits over the table saw fence, it is ad- 
justable to practically any position. 

The jig shown is sized to fit our table saw, a Rockwell 
Unisaw. Naturally you must size your tenon jig to fit the 
fence on your particular saw. The jig sides (A and B) are 5 
in. thick birch plywood, while the center section (C) and stop 
(D) are solid hardwood. When making the jig, keep in mind 
that all measurements and cuts should be accurate. The jig 
must fit snugly over the fence, yet must not be so tight that it 
is prevented from sliding back and forth. Assemble the jig 
with glue and countersunk screws, as illustrated. No finish is 
needed, although an occasional coat of paraffin wax on the 
surfaces that contact the saw will help the jig slide smoothly. 

Wy 
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Ke your favorite dictionary close 
at hand with this handsome 


stand. We used walnut for ours, but 
cherry, mahogany, or oak would also 
be good choices. 

The front (A) and back (C) can be 
made first. Cut % in. stock to a width 
of 4% in. and a length of about 14 ш., 
then use the table saw to cut the Жіп. 
wide by % in. deep spline groove along 
the center of both edges. Most saw 
blades make а И in. wide cut, so just 
one pass should be needed. If your saw 
blade makes a slightly wider or nar- 
rower cut, simply adjust the spline 
thickness as needed. 

Once the spline grooves have been 
cut, set the table saw blade to make a 
40 degree miter (see side view), then cut 
the front to an overall length of 4% in. 
The back is then cut to an 8% in. 
overall length. 
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Dictionary 
Stand 


Designed by John L. McPartland 


To make the two sides (B), cut a 
piece of Ў іп. thick stock to a width of 
6/4 in. and a length of about 18% in. 
With the table saw blade set to make a 
Жіп. deep cut, locate the rip fence Ив 
in. from the blade. One pass should be 
all that's needed to make each groove. 
As mentioned earlier, if your saw blade 
makes a cut that's slightly wider or nar- 
rower than И in., you'll have to adjust 
the Ив in. dimension accordingly. 


Now that the spline grooves have 
been cut in both sides, crosscut the 
stock into two 9% in. lengths. Set the 
miter gauge to make a 40 degree cut 
(see side view), then cut the miter on 
each end. Next, set the miter gauge to 
make a 90 degree cut and trim the end 
opposite the miter to establish the 8% 
in. length. 

Make the two cleats (D), boring the 
four screw holes as shown, then glue 
and screw to the front and back. The 
front, back, sides, and cleats can now 
be assembled. Rip the И in. thick 
splines from Ж in. thick stock. Make 
them a bit longer than necessary so 
they can be trimmed flush after 
assembly. Apply glue to the four 
splines and their respective grooves, 
then assemble and clamp. Check for 
squareness and make sure all edges are 
flush before setting aside to dry. 
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The bottom (Е) is made from / in. 
thick stock cut to 7/4 in. square. We us- 
ed the router table equipped with a И 
in. cove cutter to cut the cove as shown 
in the front view detail. The base (F) is 
made from % in. thick stock that’s cut 
97, in. wide by 10% in. long. A И in. 
Roman ogee bit is used to cut the 
molding on all four edges. The bottom 
and base can now be glued and 
clamped together as shown. Before 
gluing though, it’s a good idea to drive 
a couple small brads into one of the 
mating surfaces, then snip the heads 
off so about Ив in. protrudes. The 
brads will keep the two parts from 
sliding when clamp pressure is applied. 

To make the shelf (О), cut И in. 
stock to 13 in. wide by 19 in. long, then 
add the % in. Roman ogee molding to 
all four edges. Next, cut the lip (H) to 
size and join it to the shelf with glue 
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and three % in. diameter by И in. 
dowels. Be sure to add the % in. radius 
to each end of the lip before assembly. 

All parts can now be final sanded. 
Take particular care to thoroughly 
sand the molded edges, especially the 
end-grain surfaces. 

The shelf can now be joined to the 
subassembly consisting of parts A, B, 


Bill of Materials 
(all dimensions actual) 


No. 
Req'd. 


Part Description Size 


A Front % x 4 x 4% 1 
B Side % x би x 8%, 2 
с Васк % x 4% x 8% 1 
D Cleat 3 x 1% x 4% 2 
Е Войот VALE TAM, ЕЛБА 1 
Е Ваѕе хе! х 10 1 
в Shelf 3, x 13 x 19 1 
H Lip $ х%х 14 1 


C, and D. A pair of screws driven up 
through the cleats and into the shelf 
serve to hold the shelf in place. Four 
flathead screws driven up through 
parts E and F and into the bottom ends 
of parts A and C will complete 
assembly of the project. 

For a final finish we sprayed on 
three coats of Deft's Semi-Gloss Clear 
Wood Finish. One of our favorite 
finishes, it comes in a 13 ounce can, a 
convenient size for spraying small pro- 
jects. Each coat takes only about 30 
minutes to dry, so in 14 - 2 hours 
you'll have the three finish coats on 
your project. When the final coat is 
dry, rub down the entire project with 
0000 steel wool. To complete the 
finish, blow or wipe off any remaining 
steel wool particles, then apply a very 
thin coat of paste (Butcher's) wax. WJ 

(continued on next page) 
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-Shop Tips 


I constructed a cut-off table for my 
table saw last year and added a feature 
that I feel makes this jig safer to use. I 
positioned two ‘‘stopblocks’’ on the 
front fence, one on either side of the 


blade slot. The blocks help remind me 
not to put my thumb over the slot, and 
they also keep my thumb from ac- 
cidently sliding over the slot when 
pushing the jig over the blade. This 
feature is not foolproof but it could 
prevent a serious cut, or worse yet, loss 
of a thumb. 

William A. Matz, Dover, Del. 


When turning tenons it's helpful to 
have a gauge that will enable you to 
quickly and accurately check your 
progress. Here's how to make one in 
short order. Select the drill bit that will 
be used to bore the mortise diameter 
you want, then use it to drill a hole 


through scrap stock that measures 
about Жіп, thick. Cut the hole in half 
and you'll have a gauge that's perfect 
for checking the tenon diameter you'll 
need. 


Using a cabinet scraper for any 
length of time can leave your hands cut 
and sore from the sharp edges. To keep 
pain and suffering to a minimum, 
cover the exposed edges with binding 
slide. Binding slide, sometimes called 
binding channel, is the 11 in. long 
plastic strip used to bind loose pages in 
those vinyl ‘‘term paper” folders. You 
can get it at just about any stationery 


store. Simply cut to length and slide 
over the problem edges. 
Bruce E. Montag, Aston, Penn. 


Lengthening your router edge-guide 
with an auxiliary wood fence results in 
considerably more bearing surface, 
and that makes it easier to control the 
router. We find it especially helpful 


when the router bit must run to a cor- 
ner where only about half the edge- 
guide is in contact with the workpiece. 
The notch serves as clearance for 
operations that require the edge-guide 
to be close to the cutter. 


Next time you drop a screw or other 
small object and can't find it, try lay- 
ing a flashlight on the floor to help 
you. The light will cause the object to 
shine and cast a long shadow. You'll be 
surprised how easy it is to spot your 
lost item. 

Greg Mihalevich, Jefferson City, Mo. 


The Woodworker's Journal pays $25 
Лог reader-submitted shop tips that are 
published. Send your ideas (including 
sketch if necessary) to: The Wood- 
worker's Journal, P.O. Box 1629, New 
Milford, CT 06776, Attention: Shop 
Tip Editor. We redraw all sketches so 
they need only be clear and complete. 


WOODWORKER'S 


There are over 
3,000 money-saving 
reasons why 
woodworkers rely 
on Constantine. 


3,000 woodwork items-to help you Build-Restore- 
Repair-Refinish! Over 200 different woods. .. 

150 veneers. ..500 plans... cabinet hardware... 

96 How-To Books. ..118 carving tools and сме... 
76 inlay desi ns...and lots more for One Stop, 


Right-Price Shopping without leaving home! 


116 Раде Catalog-Only 51.00 
$2.00 refunded оп 1st order. 


CONSTANTINE Est. 1812 
2044L Eastchester Road, Bronx, NY 10461 
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THIN HARDWOOD 
SIX PACKS 


CLEAR — KILN DRIED — SURFACED 4 SIDES 
IN OUR KILNS — OUR 4 SIDED PLANER 


Each pack contains 6 square feet of one thickness — one 
Species — pieces are 2 to 4 feet long and 3%; 10 7 inches wide, 
PRICES FOR 6 SQUARE FEET 

воа While 
Walnut Cherry Oak Oak 


$1855 $1735 517.35 $1985 
$2195 $1940 51840 52170 
$2530 $2270 $2170 $2315 


$28.80 52610 $24.12 52484 


Shipping. 
Poplar Handling 


$1555 53.82 
$1665 $493 
$1840 $595 
$20.52 $984 


To Order: Circle dollar amount above — add shipping 
and handling — check or money order only please. 


мә» BERGERS HARDWOODS 
Route 4, Box 195, Bedford, Virginia 24523 
Virginia residents please add 4% sales tax 

— if not satisfied, price refunded on return of wood 一 
Name 
siStreet 
City/Town 
State Zip 
Amount Enclosed CK MO 

Other exact sizes available — please ask 


Sleeveless DRUM SANDER 


NO PRE-MADE SLEEVES TO BUY 


ECONOMICAL — Simply cut sandpaper from standard size sheets 
UNIQUE — Twist of key tightens sandpaper to drum. 
SPONGE RUBBER backing insures long wear of sandpaper 

4" x3" long 

2" x3" long 

2i х3” long 

3" x3" lon 517 

17 and 291" Above $27.00 
‘Above 4 Drums $55.00 


8 
УЗ 52750 
‘Add $2.50 Per Order For Shipping 


AVAILABLE WITH: 
уа“ Bore with Ya" or Ye" shaft 
72:20 RH Thread except за" x 3“ 
54" Bore except 4" x ^ and 2" х3" 


USE ОМ: 

Drill Press 

Small Motor 

Lathe, Combo-Tools, 
Radial Saw, 4” Drill 


Send Check or Money Order to: 


SINGLEY SPECIALTY CO. INC. 


852-8581 
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АКЕ TOY 


3 WOOD PROJECTS 


Se 


7 CAR TRAIN 
$6— Plan only. 
$27.50—Plan & 
turned parts 
(92 parts 
тай). 
Visa 

& MIC 62" long 
100% of plans, kits, colored & unfinished hard- 
wood parts for toys, crafts & furniture; plus tools, 
wood, finishes & supplies. Bulk prices available. 
Color catalog subscription $1. (614)484-4363 
Cherry Tree Toys, Box 369-31, Belmont, 


| HORTON BRASSES 
Nooks Hill Road P. O. Box 120 WJ 
Cromwell, CT 06416 (203) 635-4400 


HORTON BRASSES are authentic 
copies of 17th, 18th, 19th & early 
20th century pulls. 


li: 


Mfrs. of Cabinet & Furniture 
Hardware for Homes & Antiques. 


Send $2.00 for a Catalogue. 


Self-Heating 
U.L. Listed 


Personalize your 

wood and leather products ^ 

or handicrafts with the gasto use 

Craftmark"'BrandingTool.Choosefromfourbrand- 

ing marks: Logo *Maker's «Owner's: Custom 
For more information write. 


Wall Lenk Corporation Dept. WJ-76 
РО. Box 3349, Kinston, North Carolina 28502-3349 


WOODWORKERS 


FULL SIZE PATTERNS 


Simple to make — Fun — Profitable 
* 75 pattern packet plus "Shop Secrets" 
+ Over 50 “Folk Art" patterns 
* 6 "Wind-Action" whirligigs packet 
* 40 craft plaques plus projects 
* 8 child pleasing aircraft packet 
* 6 decorative magazine racks 

Send $6.00 per blueprint packet or 

choose any 3 FOR ONLY $12.00. 

ACCENTS, Dept. MJ76 

P.O. Box 262 

Danvers, MA 01923 


Brochure of 400 designs $2.00 
(Free with order) 


TABLE STROKE SANDER 


6 Models $595.00 — $695.00 BALL 
Deluxe $750.00 — $1200.00 BEARING 
Sand 38" хб 48" 
Sidestroke & String Sanders, 
Available, Kits $45 to $570. 
* McCall House, Box 1950-C 
Lenoir, N.C. 28645 704-758-1991 


(Less Motor) 
FOB 


Furniture Refinishing 


Earn $500 - $1000 па single day! 
Part-time, full-time opportunity. FREE 
catalog stripping, repairing, refinishing, 
mirror resilvering, veneering supplies & 

systems. Complete training provided. 

Send 51 for postage & handling to: 

MINUTEMAN, INC., Dept.06 

15 М. Monroe St., Waterloo, WI 53594 


DONKEY FLOWER CART 
LARGE TOOL HOUSE + MARTIN HOUSE 


Plans and patterns for making 6 matched 
pes. of PATIO FURNITURE, DONKEY 
FLOWER CART, SWISS CHALET 
MARTIN HOUSE, and 4x7x8 ft. TOOL Ф 
HOUSE. All easily made projects, 
complete with directions. Only $7 
Prepaid Ist Class. 
MASTERCRAFT PLANS WEST, Dept. 721W 
PO Box 625, Redmond, WA 98073 


OVER 34 YEARS MANUFACTURING LATHE-TOP WOOD 
TURNING 
DUPLICATORS 


Ours is the only ORIGINAL 
or of и kind, Be a 
опа! in minutes 

ase model 


р <=] LITERATURE $1.00 
Refundable with first order 
TURN-O-CARVE TOOL CO. РО. Box 8315-WJ Tampa. FL 33674 


CRAFTSMEN EQUIP YOUR SHOP 
АТ GREAT SAVINGS 


Саар 


Catalog о! 150 + Plans, 51 Refundable, ог 53 with 
Sample Plan of our Universal Clamping System 


М/ооо-Мет Senvices 
3314 W, SHOFF сїй. ж. 
PEORIA, IL 61604 


$1.00 for 
Catalog 


Parts / Plans / Kits 


Wood Classic 
Р.О. Box 389 / Еуегвоп, Washington 98247 


The Toymaker 
Supply Co. 


Largest selection of woodi 
Чоу patterns/parts/books 
са Catalog Егее 

"аке Forest Rd., Dept. J3 
Tahoe City, CA 95730-5459 


VENEER 


DOMESTIC AND IMPORTED 
VENEERS 


Over 140 varieties of Veneers. Complete Line of Tools 

for Veneering, Laminating and Marquetry.—Cements 

and Glues. Simplified Veneering Instructions and 

price list sent for $1.00. HOMECRAFT VENEER 
901 West Way; Latrobe, Ра. 15650 


The Woodworker's Marketplace 


Free 
Catalog 


Decoy and Wood Carvers Tools 


P.C. English Enterprises, Inc. 
906 Lafayette Blvd. 

P.O. Box 7937 Dept WJ2 
Fredericksburg, Va. 22404 
1-703-371-1306 


Discover a new world of satisfaction and 
creativity with your bandsaw making 
small, unique bandsaw boxes for fun and 
profit. This unpublicized, little-known 
technique is guaranteed to delight you as 
you easily turn common inexpensive 
lumber and scraps into valuable utility 
boxes for home and office. High demand 
in gift shops, stationery stores and craft 
fairs. Fully illustrated instruction booklet 
of 15 original and profitable designs. Sat- 
isfaction absolutely guaranteed. Send 
$10.00 to: BOX-ART, Dept. J, Box 8069, 


Woodridge, IL 60517. 


==> 
Imported 
European 
Hardware 


3820 Schiff Drive 
Las Vegas, Nevada 89103 


871-0722 


SEND $1.00 FOR CATALOG 


ж 
> 


口 If you have a product ог 
service of interest to wood- 
workers and would like 
information on advertising in 
The Woodworker’s Journal, 
call or write: 
Kim Gellatly 
The Woodworker’s Journal 
P.O. Box 1629 


New Milford, CT 06776 
203-355-2694 
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Омег 200 craft роок5, most ипдег 54.00! 
FREE DOVER CRAFT CATALOG 


Fully illustrated guide to over 200 popular 
books, most under $4.00, on woodworking, 
stained glass, stencils, decoupage, weaving, 
more. Absolutely FREE! No obligation. Write 
Dover Publications, Dept. A158, 31 Е. 
Second Street, Mineola, NY 11501 


RECANE YOUR HEIRLOOM CHAIRS 

Full line of caning & basketry materials & supplies — 

Weaving Cane Woven Cane 
Flat, Oval & Round Reeds 

Fibre & Genuine Rush Danish Seat Cord 

Вата, Rattan, Seagrass Hoops 8 Handles 

20-page illustrated catalog with complete 

information, prices, order form: $1 


1281- WJ Cochran, Los Angeles, CA 90019 ^ 


22/7 OCTAGON GAUGE 


TO SET MITER TO SAW BLADE FOR 
22%° CUT. HARDENED ALUMINUM 
GAUGE HAS OCTAGON FORMULAS 
AND 14" RULER SCREENED ON. ALSO 
SCREW CHECKER AND INFORMATION. 


57.95 Plus 32.00 Handling 


and Shipping 
California residents add 6% sales tax. Send check or 


money order to 
LYON соел nc. 


Р.О. BOX 81303 SAN DIEGO, CA 92138 
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BAND SAW OWNERS! 


А NEW TOOL is now available so you ca an make or repair 
any length Band S; la с: 

This patented tool was developed for изе іп our own shop 
and has proven itself with thousands of high quality, true 
running splices. 


Our splicer enables any craftsman to make up any length 
blade from economical coil blade stock QUICKLY and 

EASILY. The resulting silver brazed joint normally 
outlasts the sen of the blade. 


15 are currently available: 
49.95 ppd 
150.00 ppd 
The tool comes complete with detailed instructions and 
We also carry additional supplies and OLSON band saw 
stock at reasonable prices. 
г Send L.S.A.S.E. for FREE information to: 
Dept. WJ, 24A South Main Street 
New Milford, CT 06776 
(203) 426-4276 
YOUR ACT! 
PRICE - 
"Unbeatable value 
PORTABLE - 
"5 Roller Castors 
POWERFUL - 
PERFORMANCE - 
"Quiet non-metalic 
Construction 
Send $1.00 for full color catalog to: 
ELEKTRA BECKUM U.S.A. CORP. 
P.O. Box 24, Dept. JA 


-5 49.95 ppd 
supplies for approximately 100 splices. 

NEW MILFORD SPECIALTIES CO. 

CLEAN UP 
$450.00 FOB NJ 

"4 HP Motor 
"Easy trash bag disposal 
Somerdale, NJ 08083 
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А Complete Play Area 
THE PLAYTOWER 


C Three pages of detailed plans drawn 
to scale with complete clarity 


O Specifications & instructions 


НАЁ- [ changes in length and height can 
easily be made with only minor 
adjustment to the plans. 


KIDSTUFF 
P.O. Box 154 
Kipton, Ohio 44049 


PLANS $15.00/set ppd. 


Products For 
Woodworkers 


Send today for your FREE copy of our new 
colorful catalog. It's fully illustrated with 
the finest quality tools, supplies, books, 
components, hardware, and much more. 
Satisfaction Guaranteed. 

Write today for your FREE catalog. 


W@DCRAFT SUPPLY CORP. 
Dept. WJ56 

41 Atlantic Avenue, Box 4000 
Woburn, Massachusetts 01888 


ај 


35 Main St., Suite 6 
Plymouth, NH 03264 
(603)536-3876 


SHAKER PEGS 
CANDLE CUPS 
MUG PEGS 


$17.95 per 100, prepaid. 
Wide selection of other 
wood products. 


Catalog $2.00 or free with order. 


Benny’s Woodworks 
Р.О. Box 656, Dept. WJD1 
Antioch, TN 37013 
(615) 331-8384 


(ra) 


Mug Peg 


Candle Cup 


КО! 


йо 


MASTERCRAFT PLANS WEST, Dept. 75W y 
P.O. Box 625, Redmond, WA 98073 =? 
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TOY, FURNITURE, CRAFT & GAME 
Wheels е Spindles е Balls е Knobs е Shaker pegs е And more! 
Since 1927! Send $1.00 for Catalog. 


Boom N МОЮ PRODUCTS CO. 
Р.0. Box 8246WJ, Northfield, IL 60093 е (312) 446-5200 


ОВ ЫС талу лысы 


{Full-Size FURNITURE PLAN | 
ри 18th Century | 
PINE CRADLE} 


Authentic 18th Century 
# design. All joints hand- 
pegged like the original 
36° long by 294 high 
Perfect for fireplace 
wood, magazines. Baby. 
too! A woodworker's 


CATALOG delight! Ше) 
180 diff.. full-size prof. | 

furniture plans—$2.00 Оре annie за 
(catalog free with order) И 


| 
| 
| 
| 
, 
) 
\ 
| 
| 
| 


FURNITURE DESIGNS, Dept.JP-76 
1425 Sherman Ave., Evanston. Ill. 60201 


з.е тк t ла ар It a aaa 


NATIVE AMERICAN 
HARDWOODS 


WALNUT, BUTTERNUT, CHERRY 
CURLY & BIRD’S-EYE MAPLE 
Most Other Domestic Woods 
= EXTRA WIDE/EXTRA THICK STOCK 
= TURNING SQUARES/BLOCKS 
= QUARTERSAWN/BOOKMATCHED LUMBER 
= SPALTED LUMBER/BLOCKS 
= THIN STOCK 
* FLOORING/PANELING 


Comprehensive Listing —$1 (Retundable) (718) 942-6631 


NATIVE AMERICAN HARDWOODS LTD. 
R1, W. VALLEY, N.Y. 14171 


NO MINIMUM 
WHOLESALE & RETAIL 


JSE-60 
Electronic Var. Spd. 


Jig Saw $3 5 


BOTH for $409 
Send $300 forthe most COMPLETE catalog of 
fine hand tools & cabinet makers supplies 11111 
(refunded with first order) 
CALL TOLL FREE 800-452-9999 In МА, 800-468-1778 


7305 BOUDINOT DRIVE 
SPRINGFIELD, VIRGINIA 22150 


AP-10 
10" Portable Planer 
Delivered 
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The Classified Rate is $1.20 per word, 
payable with order. Minimum ad length 
is 15 words, and the deadline date is the 
25th of the 3rd month preceding the issue 
(8/25 for the November/December 
issue). Send copy (count each word and 
initial) and check to The Woodworker's 
Journal, Classified Dept., P.O. Box 
1629, New Milford, CT 06776. 


Post office box bronze doors; No. 1 
$6.00, No. 2 $7.50, No. 3 $10.00, plus 
$1.00 each shipping. Complete bank kits 
from $22.00. SASE. Hubbert Wood- 
crafts, P.O. Box 1415, Fletcher, NC 
28732. 


Musical instrument kits — dulcimers, 
hammered dulcimers, banjos, mandolins 
and more. Color brochure 56‘ stamp. 
Folkcraft Instruments, Box 807-K, 
Winsted, CT 06098, (203) 379-9857. 


Over 40 species of native woods at low 
prices for the beginner and the profes- 
sional woodworker. Any size order ac- 
cepted. Send $1.00 for price list to: 
Irvin’s Sawmill, RD #1, Box 28, 
Shirleysburg, PA 17260. 


Swedish door harp plan and accessory 
kit. A most unique project. $8.00. 68 
page tool catalog $2.00 refunded first 
order. Custom Woodworking, RD 4 Box 
4298, Mercer, PA 16137. 


Dollhouse builder’s supply catalog. $2.00 
(credited first order). LeMunyan's, Dept. 
WJG, Rt. 1, Troutman, NC 28166-9728. 


PEG-1000 wholesale — 10 pounds 
polyethylene glycol green wood 
stabilizer. $19.00 plus $3.20 shipping. 
General Finishes, Box 14363J, West 
Allis, WI 53214. (414) 774-1050. 


Wood moulding knives made for Belsaw 
type planer molders. Custom knife grind- 
ing specialist. Wanager Custom Knives, 
536 East B, Kingman, KS 67068. (316) 
532-5391. 


Ohio woodworkers — Lathes, lathe 
tools, Beall threading tool (July/August 
special $99.95 delivered), Foredom (1/8 
hp, variable speed, foot control & 
assorted accessories — July/August 
special $169.95 delivered), carving tools, 
measuring devices, Behlen finishes, Mill- 
Route. Woodcrafters Supply Company, 
20 Arcadia, Columbus, OH 43202. (614) 
262-8095. 


Lumber kiln plans, kits. 24 bd-ft lumber 
packages, Walnut $79.00, Cherry $65.00, 
Oak $63.00, Maple $55.00. Surfaced 
3/4" all clear one face useable lumber 
3” & wider. 2" - 6" lengths. Also wide 
clear Walnut to 14“ x 6". Information 
SASLE; DE, 68 Schuyler, Belmont, NY 
14813. (716) 268-5101. 


Chair caning supplies: Cane, rush, reed, 
splint, tools, instructions free. Send $2 
for catalog: Newport Cane Co., 629 
Boston Neck Road, Wickford, RI 02852. 


Router bits — over 400 different shapes 
and sizes to select from. Available in high 
speed steel and carbide from И" to И" 
shanks. Save 60% off on sale, clearance 
and close-out items. For complete 
catalog send $2.00 (refundable) to: 
Byrom International, Dept. WJ, Box 
246, Chardon, OH 44024. 


Woodworkers! 2 full-sized easy-to-follow 
plans for two shelf wall clocks. $3.00. 
The Woodcrafter, 1203 Luttrell Street, 
Knoxville, TN 37917. 


100 country folk patterns. Create small 
wooden country creatures for gifts or 
profit. Includes finishing tips and ideas 
for use. Only $5.95. Dakota Wind, Box 
866-WJ, Jamestown, ND 58402. 


Quartz clock movements from $1.75. 
Epoxy resin $16.00 gallon. Oak $1.50 sq. 
ft. Components, cutouts and more! 
Catalog $3.00 (credited). Clocks, POB 
980-E, Andover, NJ 07821. 


Waterbed and bedroom furniture catalog 
of plans, $2.75. Over 50 beautiful selec- 
tions! Kraemer Furniture Designs, P.O. 
Box 33, 1350 Main St., Plain, WI 53577. 


Build beautiful Queen Anne style fur- 
niture with cabriole legs from Overeem 
Woodcraft, Picture Butte, Alberta, 
Canada TOK 1У0. Brochure $2.00 refun- 
dable. 


Start moneymaking woodcraft business 
making ‘‘easy-quick’’ toys, gifts, 
novelties. Free details. Williams, 3600J 
San Sebastian, Tucson, AZ 85715. 


Woodworking supplies for decoy carving 
— Foredom equipment, hand carving 
tools, and Basswood. The Treasure 
Chest, P.O. Box 54, Havre de Grace, 
MD 21078. Toll free 1-800-638-4853 out 
of state. 


Scroll sawers! New 1986 catalog of hun- 
dreds of plastic trace-around templates. 
Also new spiral blades cut in any direc- 
tion. Regular blades, too, from $16.00 
per gross! Catalog $3.00 refundable with 
order. Nostalgia Factory, 315 Beech, 
Liberal, KS 67901. 


Bandsaw owners: Produce over $100.00 
per day making bandsaw puzzle boxes. 
Plans $5.95 includes 4 styles. Bennett 
Wood Products, Route 8 Box 680-S, 
Pensacola, FL 32506. 


Over 50 ‘‘folk art’’ patterns! Create pro- 
fitable “Country Cut’? woodworking 
designs. Hundreds of unique projects! 
Only $6.00. Accents (CJ-76), Box 262, 
Danvers, MA 01923. 


Woodcrafts. Veteran craftsman has ex- 
perienced $1000.00 craft shows. Will 
send plans for 6 best-selling wood items 
for $5.00. Bennett Wood Products, 
Route 8 Box 680-S, Pensacola, FL 32506. 


Learn Woodturning. Why have a 
machine you cannot use? Two days in- 
tensive instruction in bowl and/or spin- 
dle turning. Write: Russ Zimmerman, 
RD #3 Box 242, Putney, VT 05346. 


Patterns — toy backyard projects: 
merry-go-round, playhouses, household, 
more. Catalog $1.00. Arto, Upperjay, 
NY 12987. 


Handcrafts wanted by professional reps 
selling nationally to shops/department 
stores. Excellent directory of reps, 
showrooms, crafts wanted. $5.00. North- 
woods Trading, 200 Sunnyvale, Min- 
netonka, MN 55343. 


Mini Shaker pegs $3.50 per 50, $6.00 per 
100, spoked wheels with axle pegs, 2” 
$5.00 per 8, 24," $7.50 per 8, Shaker pegs 
or mug pegs $10.50 per 50, birch gallery 
spindles $4.00 per 25, little people $3.75 
per 25, smokestacks $2.50 per 10, maple 
wheels (рег 100) 1” $4.25, 1%” $6.50, 2" 
$14.95, wood drums or barrels $2.50 per 
10. Add $3.25 for orders to $35.00 min. 
Catalog $1.00, free with order. K & K 
Woodcrafters, RD #4, Box 270A, Scotia, 
NY 12302. Phone (518) 374-1981. 


Enjoy making gifts for fun or profit. 45 
full size wooden toy patterns — trains, 
animals, trucks, cars, puzzles. Only five 
dollars. Creekmur’s Custom Woodwork- 
ing, Box 724, Galesburg, IL 61401. 


New! The best professional hand-held 
knife and scissors sharpener on Ше 
market today. Produces a razor-sharp 
edge on all V-blade knives (including ser- 
rated) and tools. The carbides are 
replaceable. $10.95 includes postage and 
handling costs. New Discoveries, P.O. 
Box 387F, Cedar Grove, NJ 07009. 


At last! It’s here! ‘‘The Woodfinishers 
Notebook’’. Facts. The no-nonsense ap- 
proach to finishing your project. $4.95 
plus $1.00 p & h. Fry, P.O. Box 244, 
Williamsville, NY 14221. 


Over 75 full size patterns! Create pro- 
fitable wooden gifts, toys, household ac- 
cessories, plus ‘‘Shop Secrets". Only 
$6.00. Accents (J-76), Box 262, Danvers, 
MA 01923. 


Save your fingers! Better control of any 
(110 V) tool. Keep hands and eyes on cut. 
Turn off-on with foot switch/extension 
cord you build. Router-lathe-planer-etc. 
Complete easy plans. About $10.00 parts 
and scraps. Send $5.00 and SASE to: 
Switch, 2353 Santa Anna 434, Dallas, TX 
75228. 
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Wood cutouts (indoor/outdoor) раї- 
terns/instructions — pilgrim pals nativity 
family; Santa ’n reindeer — $6.00 each; 
three/$15.00. All original. Catalog 50°. 
Fourth Dimension (WWJ), 85 Helmar 
Drive, Spencerport, NY 14459. 


Dollhouse plans, one-twelfth scale. 
Farmhouse, Townhouse, and ‘‘White 
Columns" mansion, all for $3.00. 
Tinytowne, Box 8542J, Jacksonville, FL 
32239. 


Make easy money making tulips, skunks, 
chickens, Dutch girls, frogs, mushrooms, 
ducks, rabbits, teddy bears. Send $3.00 
for each pattern to: G. Kogelmann, P.O. 
Box 515, New Baltimore, MI 48047-0515. 


Trade secrets revealed refinishing your 
furniture. $2.00: L'Image, 128 Prince 
Rupert, Pointe Clair, Quebec, H9R-1M2 
Canada. 


24 inch wood bevel square, brass inlay 
handle; designed for woodworkers, 
carpenters and boat builders who work 
with angles. Send $14.95: Sea-Breeze 
Woodworks, P.O. Box 867, Bandon, ОК 
97411. 


Create an heirloom with full-size wooden 
toy patterns, kits, parts, wood clamps, 
and books. Over 100 classics to contem- 
porary designs. Catalog $1.50. Toy 
Designs, Box 441-N, Newton, IA 50208. 


PEG-1000 and the woodworker. All you 
need to know in an informative 25 page 
how-to booklet. Send $2.00 to Brandy 
Station Woodcrafts, 11 Pinewood Circle, 
Corning, NY 14830. 


Chair caning supplies — cane webbing, 
rush, splint, ash, rawhide, cord. Catalog 
$1.00 (refundable). Caning Shop (WJ), 
926 Gilman, Berkeley, CA 94710. 


Woodworkers: Make $100.00 every 
Saturday with your shop scraps! Com- 
plete instructions $3.50. Cedartree, Box 
7441, Oregon City, OR 97045. 


Make wooden toys — projects — 100's 
plans, kits, hardwood parts (toys, crafts, 
furniture), tools, wood, supplies. Color 
catalog $1.00. (614) 484-4363. Cherry 
Tree Toys, Belmont, OH 43718-0369. 


American made, 5 hp single phase, 1750 
motors. $199.00 FOB. Daily Mfg., Box 
7-W, Rockwell, NC 28138. (704) 
782-0700. 


Dulcimer builders’ supplies — precision 
milled and fine sanded dulcimer and 
hammered dulcimer woods. Cherry, 
Walnut, Paduk, Rosewood, Birdseye and 
Curly Maple, Sitka Spruce, W.R. Cedar; 


related hardware, strings, and ас- 
cessories. 56“ stamp for brochure. 
Folkcraft Instruments, Box 807-W, 


Winsted, CT 06098. (203) 379-9857. 


Clock movements, mini-quartz — $4.75 
each with hands. Quantity discounts 
available. Large assortment of clock 
faces, decals, religious and wildlife 
prints, and wood for clock making. The 
Treasure Chest, P.O. Box 54, Havre de 
Grace, MD 21078. Toll free 
1-800-638-4853 out of state. 


Brass combination lock post office box 
doors — #2 size — $7.50 each post paid. 
Clayton, 1500 Huntcliff Way, Clinton, 
MS 39056. 


Wooden toy patterns, hardwood wheels, 
parts. Free catalog. Woodentoy, Box 
40344-W 103, Grand Junction, CO 81504. 


Rocking chair plan: Build this unique 
design for children or grandchildren. Re- 
quires only handtools and one evening 
for generations of use. Send $3.50 for a 
full-size pattern with instructions and 
customizing suggestions to: Pickren 
Originals, Inc., Box 196, Suwanee, GA 
30174. 


Wooden power tool plans. Create a 
treasured ‘‘display model’’ chain saw. 
$6.95. Brochure included. Step-Up, Box 
3401-WWJ, Kansas City, KS 66103-0401. 


Utra-80, ultra smooth, 7," thin kerf, 80 
tooth, 10", %" bore, circular carbide saw, 
$49.95 postpaid. Boone Wholesale, 5330 
SW Lower Drive, Lake Oswego, OR 
97034. 


Swing: Comfortable, old-time platform 
family lawn swing. Detailed, illustrated 
plan with material list. Send $5.00 to: Ed- 
ward G. Mason, 8322 S. Howell Avenue, 
Oak Creek, WI 53154. 


Child's easel . . . Doll cradle . . . Toy 
box. Detailed plans. Full-size patterns. 
Brochure $1.00. ADW-O, Route 6, Box 
114A, Iowa City, IA 52240. 


Craftspeople! Buy your wooden un- 
finished cut-outs of ducks, chickens, 
sheep, pigs, teddy bears, hearts, 
“Welcome Friends", “Ноте Sweet 
Home", hundreds of others. Cut from 
X4" birch through X" pine. Wholesale 
prices, quantity discounts. Catalog $4.00 
refundable. Nostalgia Factory, 315 
Beech, Liberal, KS 67901. 


Brochure of unique wood toy-craft 
plans. $1.00 refundable. Lap desk, doll 
beds, spaceships. E-Z Built Toys & 
Crafts, Dept. WJ, 116 S. 3rd Ave., Ilion, 
NY 13357. 


Plans, Roll round tool chest 16" x 29" 
x 40" high, 11 drawers with bottom 
storage. $7.00. Toys — pickup truck, 
fastback, mini van, convertible, Cor- 
vette, dump truck, low boy with dozer, 
station wagon — $4.00 each. Tic-tac-toe 
game $2.00. Heirloom Designs, Inc., Rt. 
2 Box 288, Newberry, FL 32669. 
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Sources for several hundred gift shops 
that sell only handmade items — you too 
can cash in if you know how — all that 
and more, much more in our all new 
resource/catalog/information directory. 
Free details. Steebar, P.O. Box 463W, 
Andover, NJ 07821. 


Polymer resins — High gloss coating for 
plaques, tables, clocks, etc. $21.00 gallon 
pkg. $8.00 quart pkg. Quantity discounts 
available. The Treasure Chest, P.O. Box 
54, Havre de Grace, MD 21078. Toll free 
1-800-638-4853 out of state. 


35 full-size patterns! Ten cars, six trucks, 
two airplanes, nine hot-rods, six piece 


train, two earthmovers! Only $5.00! 
Franks, 1202-J34 Second, Booneville, 
MS 38829. 


10 years craft show success. Retired 
woodworker willing to give up best 
sellers. Send $5.00 to: C & R Craft Pat- 
terns, 2201 Pratt Drive, Mobile, AL 
36605. 


Thin hardwoods, И" to И" thick, cherry, 
walnut, butternut, oak, etc. Large SASE. 
Shaker Miniatures, Dept. WJ, 2913 
Huntington Road, Cleveland, OH 44120. 


Plans for unique cassette tape storage 
cabinet. Holds 84 tapes. Adaptable for 
video cassette tapes. Original design. For 
complete instructions send $3.00 plus a 
business size SASE: Woodworks of Art, 
6107 W. Britton Ave., Phoenix, AZ 
85033. 


Woodcrafters: Our hottest selling craft 
show items. Five full-scale toy plans and 
instructions, $3.50. 50 full size **Country 
Folk Art" patterns, $4.50. Grandpa's 
Workshop, 307 S. Magnolia Ave., Dunn, 
NC 28334. 


Crowds gather around you watching 
these toys ‘‘perform’’. Enjoy creating 一 
selling **animated" wooden toys! Jug- 
gling clown! Magician! Drummerboy! 
Acrobats! Dancers! Boxers! Lifelike 
animals-people! 30 ‘‘full-size’’ patterns. 
While available — $10.00. Moneyback 
guarantee. Career Crafts, Rt. 2 Box 
1485-3, Mannford, OK 74044. 


Native and imported hardwoods, power 
tools, books, supplies. “А complete 
woodworker’s store, staffed by wood- 
workers". The Hardwood Connection, 
420 Oak Street, Dekalb, IL 60115. (815) 
758-6009. 


Ideal home business (woodworking) — 
Exciting, enjoyable, very profitable. Free 
details! Pine Shop, 897-3 Mammoth, 
Manchester, NH 03104. 


Private lathe lessons, beginner or advanc- 
ed, my place or yours. Gablecraft, #308, 
7125 S.W. 47th St., Miami, FL 33155. 
(305) 662-6091. 
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Next issue... 
к Y, 5; Неге аге а couple of the projects we’ve 


dr v4 lined up for the September/October 1986 


: be Ј issue of Тһе Woodworker’s Journal. 
ә’ 
N 


Shaker Single 
Drop-leaf 
Table 


Contemporary Coffee Table 


...and more 


How can you miss? 


m pum ници 
Handsome binders hold 12 issues, ореп Ё 7 GR 
flat for easy reference and are priced at 
only $9.95 each; 3 for $27.95. Compact box 
cases, which hold 12 or more issues, are 
only $7.95 each; 3 for $21.95, plus postage 
and handling. 


«Noo .. at less than 15“ a plan, 
E M тато ала ы x the softcover edition of 
a Variety of ТА Accessories 101 Projects for 

Woodworkers 
will provide you with 
enough plans for fall 

and winter — plus! 


$14.95 plus 
postage and 
handling. 


... See order forms between pages 14 and 15 of this issue. 


